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Digital Filtering Basics 
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You should be familiar with analog filters, which takes an analog input 
signal and output analog signal. Digital filters, with the sampling device and 
digital-to-analog converter, can do the same job as analog filters. Analog 
filters are specified by its impulse response A(t) and the output signal y(t) 
for input signal x(t) is given by the convolution integral 


y(t) = z(t —u)h(u) dt 


Similarly, digital filters are specified by its impulse h(n) and the output 
sequence y(n) for the input sequence (samples of input analog signal) x(n) 
by the discrete convolution 


The filter design problem is to design the impulse response h(n) so that the 
digital filter, together with the sample and D/A converter, performs the 
same processing as the analog filters. There are many possible ways to pick 
h(n) to implement filtering. 


Printed Circuit Boards (PCBs) 


PCBs consist of a number of electrical and non-electrical layers. 2 to 4 
electrical layers are fairly common for simple circuit boards. 8 to 20 layers 
can often be seen in many industry applications. The diagram below shows 
the electrical layer stackup for a 4-layer board like the one you are making 
now. The top and bottom layers are used for routing nets between parts, 
while the inner two layers are solid copper planes for connections to power 
and ground. A fiberglass or epoxy resin dielectric material separates each of 
the layers. 
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There are also several non-electrical layers: 


¢ Drill Layer — This layer defines finished drill sizes and drill locations 
for parts that have pins that go through the board. It is also used for 
general documentation. 

¢ Solder Mask — There is a coating on the top and bottom of the PCB 
that prevents solder from flowing freely on the board. This is what 
gives most circuit boards their green color. 


¢ Solder Paste — For parts that are ‘surface mount’ (the pins rest on the 
surface of the board and do not go through it) this layer defines the 
spaces where solder (in a paste form) will be applied for circuit 
assembly. This layer is not used for manufacturing and is only used by 
the person assembling the board. 

e Silkscreen — This layer is used for documentation of a PCB. Reference 
designators and other useful text can be printed on the top or bottom of 
a PCB using a process similar to that used for silkscreen t-shirts. 


Footprints are composed of one or more padstacks. These padstacks define 
how a pin on a part looks on each of the electrical and non-electrical layers. 
Each of your footprints will need at least one padstack defined. 


Using Code Composer Studio with TMS320F2812 


Setting Up the DSK 


To get started, you must first power up the eZdsp™ F2812 with the 
provided power supply and connect the parallel cable from the board to the 
PC with Code Composer Studio installed on it. 


Two LEDs will light up if the board is receiving power, if not, you may 
have to double-check the power supply. 


eZdsp™ F2812 board with power 
connected 


Note: You must have the eZdsp™ F2812 connected to the PC. If not, you 
will see the following error: 


CPU_1 - DSP Device Driver 


x 


When this happens, click Abort, and connect the eZdsk™. Restart Code 
Composer Studio. 


Code Composer Studio Tutorial 


Introduction 


This is a brief tutorial over Code Composer Studio which is a programming 
environment used to implement various algorithms and load code onto a 
DSP. If you would like a more in-depth tutorial, please feel free to click on 
Help -->Tutorial in Code Composer. 


Starting Code Composer Studio 


Before starting, it would be a good idea to create a folder where you will be 
saving your project files. Label the folder ELEC424_Tutorial. 


To open Code Composer Studio in a Windows 2000 system, click on Start 
and select Programs --> Texas Instruments --> Code Composer Studio 
DSK Tools 2 (‘C2000) --> Code Composer Studio. 
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You should see the following screen: 
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Creating a File 


To create a new source code file, click on File --> Source File. A window 
titled ‘Untitled1’ will appear within the Composer environment: 
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You can double-click on the ‘Untitled1’ window to make it larger. 


To save your file, click on File --> Save. The following prompt will appear: 


Save As ?|x 


Save in: [SI ELEC424_Tutorial >| © (© e¢ Fae 


File name: JExample.c 
Bytes ma Source Files [*.c] Cancel | 
Help 
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There are several Save as type... options. Choose the appropriate one for 

your code. It will give your file the proper file extension. It is also lets the 

linker know when you compile your code what kind of language the file is 
written in. 


When you are done, click Save. 


Creating a New Project 


After you have finished creating the files you need to run on the DSP, you 
will now want to create a project that will include all the files. Select 
Project --> New... 


The following prompt will appear: 


Project Creation 
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Fill in the project name in Project Name. Browse to the folder you created 
for the project in Location. Make sure you select Executable (.out) in 
Project Type, and select TMS320C28XX in Target. When you are done, 
click Finish. 


Example.pjt will appear in the left-hand side of the Composer 
environment. Click on the ‘+’ to expand the project: 
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Adding New Files to the Project 


In order to add new files, select Project --> Add Files to Project... 


following prompt will appear: 
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Select the file you want to add. To make it easier, you can narrow your 
search of a particular file by choosing which type of file you want in the 


Files of type... 


When you are done, click Open. 


You should now see the file after clicking on the ‘+’ in the left-hand 


window: 
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Compiling Files and Building Projects 


Once you have added all the files you want to be included in your project, 
you will now need to build your project. Select Project --> Rebuild All. 
You should see the following window at the bottom of the Code Composer 
Studio Environment: 


"C:N\tisxe2000N\cgtools\binscl2000" -@"Debug.1kf" 


Build Complete, 
0 Errors, 1 Warnings, 7 Remarks. 
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If there are errors in your code, they will be listed with the corresponding 
line numbers. Correct them and rebuild your project. 


Loading/Reloading Programs 


After your code has been successfully compiled and built, you must now 
load your program onto the DSP. Select File --> Load Program... You will 
see the following prompt dialog: 
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When you rebuild your project, Code Composer Studio is set at default to 
create a new folder in your directory called Debug. This is where the 
executable file is created. Double-click on the Debug folder and you should 
see your *.out file: 
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After you select your file, click Open. 


Executing, Halting, or Stopping Your Program 


To execute your program, select Debug --> Run or press the F5 key: 
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Your program will then begin to run. You will see the following at the 
bottom left-hand corner of the Code Composer Studio environment: 


ICPU RUNNING 


To stop running your code, select Debug --> Halt: 
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You should then see the following at the bottom left-hand comer of the 
work environment: 


ICPU HALTED | 


To resume running your code, press the F5 button. 


Debugging Your Code 


Since there are few of us that can get our code working right the first time, 
you will probably have to debug your code. To figure out what could be 
wrong, there are several methods you can use to break the problem down. 


Setting Breakpoints 


To execute your code a little at a time or to stop it after a certain point, you 
can place breakpoints. You can do this by placing the cursor on the line you 
want to set the breakpoint on, highlighting it by clicking once, and double- 
click. You should see a solid red circle on the left: 


AdcRegqs .ADCTRL3.bit.ADCBGRFDN = Ox3; 


DELAY_Us (ADC_usDELAY) ; 
AdcRegs .ADCTRL3.bit.ADCPWDN = 1; 
DELAY_Us (ADC_usDELAY2) ; 


You can set as many as you like. Rebuild and reload the program. Execute 
it. The DSP will stop at the first breakpoint. To get to the next breakpoint, 
press the F5 button to run the DSP again. 


To remove the breakpoint(s), place the cursor on the line, highlight it by 
clicking once, and double-click. The solid red circle should disappear: 


AdcRegs .ADCTRL3.bit.ADCBGRFDN = 0x3; 
DELAY_US (ADC_usDELAY) ; 

AdcRegs .ADCTRL3.bit.ADCPWDN = 1; 
DELAY_US (ADC_usDELAY2) ; 


Watching Variables 


To see what values your variables, constants, and/or registers are getting, 
you can view them in a watch window. Select View --> Watch Window. 
You should see the following appear in the Code Composer Studio 
environment: 


pName Mowe Type | Rac _| 


F & Watch Locals 


Click on the ‘Watch 1’ tab: 


& Watch Locals =” Watch 1 


To add a variable, double-click on the row under the ‘Name’ column: 


& Watch Locals = A Watch 4 


Type in the name of the variable and press the Enter key: 
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You can change the base of the value by clicking on the ‘Radix’ column 
and selecting how you want to view the value. 
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Profiling Sessions 


You can benchmark your code by profiling a session. To do this, you can set 
one breakpoint at the line where you want the counter to start counting and 
another breakpoint at where to stop. 


Select Profiler --> Start New Session... You will see the following dialog: 


Profile Session Name x| 


Type in a name for your profile session and click OK. 


A window will appear at the bottom: 


gl Incl Total | Incl 
~~ Example. out 
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To profile a function, you need to add it to the profile session you just 
created. Double-click on the file you want to do this in, and place the cursor 
on any line inside the function and right click. Choose Profile Function --> 
in (session-name) Session. 


Execute the code. When the CPU stops, click on the ‘Functions’ tab to see 
the result of the profiling. 


Counting Clock Cycles 


If you just want to count the cycles and do not need all the stats from 
profiling, you can just view the clock. SelectProfiler --> View Clock: 


Profiler GEL Option Too 
Enable Clock 


Clock Setup... 


Start New Session... 


The following window should appear at the bottom: 


Clock = 0 


After setting up your breakpoints, reset the PC to start at the beginning of 
your code by selecting Debug --> Reset. Run your code. Clear the clock by 
double-clicking on it, and then run it again. The number of clock cycles will 
appear in the clock window. 


Troubleshooting 


If you are having any trouble, sometimes it is best to reset the CPU. You 
can do this by selecting Debug --> Restart CPU. You will have to reload 
the program. 


Another option is to simply quit Code Composer Studio by selecting File -- 
> Quit and restart the application. 


Audio Processing Board for the TMS320F2812 DSP 


Overview 


This module describes an audio signal processing daughtercard that has 
been designed for use with a Texas Instruments TMS320F2812 DSP. The 
daughtercard is meant to be used with the corresponding eZdsp kit from 
Spectrum Digital. This card was designed to teach students about various 
functions of the TMS320C2000 series of DSPs in a practical setting, and to 
allow them to perform basic audio experiments. The figure below shows a 
simplified block diagram of the audio daughtercard, the features of which 
will be discussed in the next section. 

System Block Diagram 


A simplified system block diagram for the audio daughtercard. 


Technical Description 


System Features 


The audio daghtercard has the following features and functionality: 
Audio Daughtercard Features List 


Stereo analog input with maximum input voltage of 500mVpp. 
Amplification to 0 to 3V range of TMS320F2812 12-bit ADC. 
Programmable pre-ADC anti-alias filtering using the MAX7414, a Sth 
order lowpass Butterworth filter with a tunable f from 1 to 15kHz. 
2 12-bit DAC Channels using the TLV5638. 

Programmable post-DAC filtering using the MAX7414. 

Output power amplification capabale of driving 0.7W into an 8 Ohm 
load, using the TPA721. 

2 Potentiometers connected to ADC inputs. 

Pushbutton input capable of interrupting the DSP. 

Pushbuttons to shutdown power amplification 

8 element LED array 

DSP control over the following: pre-ADC and post-DAC filter 
shutdown, pre-ADC and post-DAC filter f , and power amplifier 
shutdown. 


OrCAD Introduction 


Note:The Connexions version of the OrCAD tutorial is still in 
development. Please click here for the original and complete tutorial. You 
may also browse this complete tutorial within Connexions by using the 
Mozilla browser and accessing the main Connexions page at 
http://cnx.rice.edu. Click on the 'Contents' tab and select Rice University 
ELEC 424/427 under the 'Courses' tab. 


Introduction 


OrCAD is a suite of tools from Cadence for the design and layout of 
printed circuit boards (PCBs). This tutorial covers version 9.2 of the 
OrCAD suite. This document will give you a crash course in designing an 
entire circuit board from start to finish. This will be a very small and simple 
circuit, but it will demonstrate the major concepts and introduce the tools 
behind completing a PCB design. After you have completed this tutorial, 
you will know all the steps needed to make PCBs using OrCAD. This is 
not, however, a guide to the inner workings of the OrCAD interface. You 
should use this document in conjunction with the online OrCAD help and 
tutorials. 


The circuit you will design is shown in the figure below. The main 
component is a programmable logic device (PLD) from Xilinx. PLDs, as 
the name implies, are programmable devices that can be used for a variety 
of useful tasks, and it is useful to be familiar with using them. In this 
circuit, we will use the PLD to light up a 7-segment LED display that will 
be used as a counter. Also in the circuit: a power connector for a 9-volt 
battery, a header for general purpose IO, a pushbutton switch, a 
programming interface for the PLD, and some miscellaneous resistors and 
capacitors. 


Xilinx PLD 


7-Segment 
Display 


Prog. 
Header 


The ciruit you will design in this tutorial. 


OrCAD really consists of two tools. Capture is used for design entry in 
schematic form. You will probably be already familiar with looking at 
circuits in this form from working with other tools in your university 
courses. Layout is a tool for designing the physical layout of components 
and circuits on a PCB. During the design process, you will move back and 
forth between these two tools. 


Note:Save your work frequently while working on this tutorial. You will 
not be reminded to do so. 


Starting a New Schematic Entry in OrCAD Capture 


Note:The Connexions version of the OrCAD tutorial is still in 
development. Please click here for the original and complete tutorial. You 
may also browse this complete tutorial within Connexions by using the 
Mozilla browser and accessing the main Connexions page at 
http://cnx.rice.edu. Click on the 'Contents' tab and select Rice University 
ELEC 424/427 under the 'Courses' tab. 


Before You Begin 


It is helpful to be very organized when you are designing. OrCAD will 
create many files and if you keep all of them in the same directory, it can 
quickly become very confusing. I like to make a directory hierarchy and put 
associated files into subdirectories. Before beginning, navigate to the 
directory in which you will keep your project and create the following 
subdirectories: 


e sch - for your schematics. 

e 11ib - for symbol and footprint libraries. 
e board - for your board files. 

e comps - for component datasheets. 

e assy - for assembly related documents. 


For larger designs, more subdirectories would be desirable, but these will be 
sufficient for this project. 


Starting a New Schematic Entry 


To create a new project, first start OrCAD Capture and click File-->New-- 
>Project. You will see the following dialog box. 


New Project 
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New project dialog 


Browse to the sch directory that you created and name the project 
Elec424Tutorial. You now have an empty project workspace. You should 
see an empty schematic page and a project window like the following. 
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The project workspace 


Creating a Schematic Parts Library in OrcAD 


Note:The Connexions version of the OrCAD tutorial is still in 
development. Please click here for the original and complete tutorial. You 
may also browse this complete tutorial within Connexions by using the 
Mozilla browser and accessing the main Connexions page at 
http://cnx.rice.edu. Click on the 'Contents' tab and select Rice University 
ELEC 424/427 under the 'Courses' tab. 


OrCAD allows you to create a library of part symbols for use in schematic 
entry. These libraries are kept in separate files that are included in the 
project workspace. This allows you to reuse libraries in other designs. We 
will now create symbols for all the parts in our design. 


Note:When you place a part in a design, OrCAD creates a cached copy of 
the part symbol in the design file. This makes schematic projects portable 
but can also introduce some problems later in the design cycle. Please 
resist the temptation to edit parts directly in schematics, as this will make 
the design out of sync with respect to your library. Always edit symbols in 
the library and then use the Replace Cache and Update Cache commands 
to change the part in schematics. See the OrCAD help for more 
information on these commands. 


First we must add a new library to our design. To do this, click File-->New- 
->Library. Your project window will now look like the following figure. 
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Right-click the library file and select Save As... Name the file 
Elec424Tutorial and place it in the 1ib directory that you created earlier. 
You are now ready to add parts to your library. 


Creating Schematic Symbols in OrCAD Capture 


Note:The Connexions version of the OrCAD tutorial is still in 
development. Please click here for the original and complete tutorial. You 
may also browse this complete tutorial within Connexions by using the 
Mozilla browser and accessing the main Connexions page at 
http://cnx.rice.edu. Click on the 'Contents' tab and select Rice University 
ELEC 424/427 under the 'Courses' tab. 


To add a new part to your library, right-click the library file and select New 
Part. This will bring up a dialog box for New Part Properties, which looks 
like this. 


New Part Properties i | x 
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New part properties dialog box 


We will be making a symbol for the Xilinx XC9536 PLD. This part comes 
in a 44-pin PLCC package. Name the part XC9536-PLCC44. Leave the 
Part Reference Prefix as U . You can leave the default values for all the 


other settings. Click OK to bring up the workspace for part creation. It 
should look like the picture below. Tools for working with the part are 
located on the toolbar on the right-hand side of the screen. 
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Creating a new part 


Note:Part Reference Prefixes (also known as Reference Designators) help 
categorize parts in your schematics and PCB layouts. For example, C is 
used for capacitors, R for resistors, L for inductors, U for ICs, and X for 
crystals. These reference designators were originally defined in ANSI 
standards Y32.2 and Y32.16, which was replaced by IEEE 200. This 
standard has since been replaced by IEEE 315, "Graphic Symbols for 
Electrical and Electronics Diagrams (Including Reference Designation 
Letters)". There is also an IEC standard, 61346-1. 


To get started, drag the dashed line on the workspace to make it a little 
larger. You won't be able to fit too many pins on the part with its current 
size. When it is large enough, use the Place Rectangle tool to draw a solid 
outline in the same place as the dashed line. Use the Place Pin tool to place 
pins on the part. 


Place Rectangle Button Place Pin Button 
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You will see a dialog that looks like this. 
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Place pin dialog box 


Refer to the part datasheet for the correct pin numbers for the PC44 
package. You can either download the datasheet from the Xilinx web site or 
from here 


Note:For real-world designs, it is always recommended that you obtain the 
latest datasheet from the manufacturer's web site 


The default pin Shape (Line) and Type (Passive) are OK for most pin 
types. For clocks and active low signals you may want to use some of the 
other shapes. You will also want to use the type Power for power pins. 
When you do this, make sure that the Pin Visible check box is checked. 
Also, I usually like to place my power pins near the top of the part and 
ground pins near the bottom. As a last touch, double-click the text that reads 
<value> and change it to read XC9536-PLCC44. When you are all done, 
your part should look something like the following symbol. 


U? 


VeclNT 
VYeclNT 
¥eclO 


Id Id 
ite) Id 
IO*GCK1  10/GTS1 
I 1d 
IOMGCK2 1O/4GTS2 
Id ite) 


‘GSR 


xC9536-P LOC44 


The finished PLD 
schematic symbol 


Save your part and close the window. You may get a warning about 
duplicate pin names, but that is OK to ignore. Your part will now be visible 
in your library. 


Some parts are already in existing OrCAD libraries. It is usually OK to 
copy these parts for use in your own design. For example, let’s say we want 
to use a simple resistor in our design. First, we need to open the library that 


contains the resistor. To do this, select File-->Open-->Library. OrCAD 
keeps all of its libraries in the path: 


C:\Program Files\OrCAD\Capture\Library 


Select the library called Discrete. This will open up a new window 
showing the contents of the library. Find the part called R and highlight it. 
This is our resistor. Select Edit-->Copy from the menu and then highlight 
your own library. Select Edit-->Paste from the menu and this will paste the 
part into your library. 


When you do this, some extra parts will show up in your library. These are 
part aliases (the same part but with a different name). You can tell the 
aliases by the ‘-‘ that is inside the little gate next to the part name. You 
don’t need the aliases they will just cause confusion. Delete them from your 
library. 


I have provided a library of the remaining parts for use in this design. Open 
this library file and copy the all the parts into your library. You can find this 
library on Owlnet at: 


/home/jpfrantz/elec424/tutorial/lib/tutorial.lib 


Note:There are a few things to note about copying parts from existing 
libraries. First, always be sure to check the part you are copying against a 
datasheet for correct pinout, number of pins, etc. Second, some of the 
standard parts will have power pins that are invisible. Personally, I feel that 
this is a very bad design practice that can lead to errors in your design. If 
you copy a part that has invisible power pins, please be sure to make them 
visible. Trust me, this can save you a lot of pain and trouble later. Finally, 
beware of so-called “heterogeneous” parts. These parts split across 
multiple symbols. For example, you might see a part with general pins on 
one symbol and power pins on another. In general, heterogeneous parts 
should be avoided because they can cause problems. However, they may 
be acceptable for very large parts such as processors. 


Schematic Entry in OrcAD 


Note:The Connexions version of the OrCAD tutorial is still in 
development. Please click here for the original and complete tutorial. You 
may also browse this complete tutorial within Connexions by using the 
Mozilla browser and accessing the main Connexions page at 
http://cnx.rice.edu. Click on the 'Contents' tab and select Rice University 
ELEC 424/427 under the 'Courses' tab. 


Setting Up the Environment 


Now that you have your parts library set up, you are ready to begin entering 
schematics. You can see from the project window that you already have one 
page of schematics called PAGE 1 in a folder called SCHEMATIC1. If you 
can’t see this, click on the ‘+’ next to the dsn file to expand the view. Even 
though our circuit is small enough to fit on one page, we will use two pages 
to demonstrate a schematic with multiple pages. First add a new schematic 
page by right-clicking the schematic root folder and selecting New Page. 
You will be prompted to provide a name for this page. Call it Page 1 — 
Power and Connectors. Now rename the original page by right-clicking 
and selecting Rename. Call this Page 2 — Xilinx PLD. It is always nice to 
give your schematic pages useful names. While you are at it, rename the 
schematic folder in the same manner, calling it Elec424Tutorial. 


Open page 1 of your schematics by double-clicking it in the project 
window. This will bring up a blank page. Before we place parts, let’s do a 
couple of things. First, I like to make the page size a bit bigger than the 
default. You can fit a lot more onto the page and it will still look nice when 
printed. To do this select Options-->Schematic Page Properties... Click 
the Custom radio button and use the following values (width=15.2, 
height=11.5). Second, there is a title block in the lower right corner. We are 
going to replace this with our own, so highlight the title block and delete it. 
We add a new title block by selecting Place-->Title Block... You will see 
the following dialog box. 


Place Title Block Xx! Place Title Block xi 


synbet St 
rs—s—sisSY [RiceTitleBlock = 
Cancel —s Cancel | 
TitleBlockO 
i __Addlibray.._| Library... Add Library... | 
i Remove Library | = | Remove Library | 


SS Hee Help 


Libraries: Libraries: 


CAPSYM 


—_ Cache Design Cache Nemes 


RiceTitleBlock 


The title block is in your library, so we need to add that to the list of 
libraries. Click the Add Library button to browse to and select the library 
you created for the tutorial. Once you have added the library, you will be 
able to choose the RiceTitleBlock to add it to your design. Place the title 
block in the lower right comer of your schematic page. The title block has 
fields to put information for each page of schematics. Double-click the text 
to edit each field and change the information on each page so that it looks 
something like this. 


Rice University 


Title 
Power & Connectors 


Document Number 
Bec 424- Group X- Drawn by Patrick Frantz 


Dat: Sunday, December 23, 2001 bheet 


Rice University 


Title 
Milinx PLO 


Document Number 
Bec 424- Group X- Drawn by Patrick Frantz 


Date: Sunday, December 23, 2001 Sheet 


Placing Parts and Making Connections 


You are now ready to start placing the electrical components for your 
design. Open the first page of your schematics and click the Place Part 
icon on the toolbar on the right side of the screen. You will then get a dialog 
for choosing which part you want to place on your schematics. 


Place Part 


Design Cache | oF 
ELEC424TUTORIAL 
f | onvert 


<alue> 


Place Part Dialog 


Select the part CONN JACK PWR and click OK. Place the part on the left 
side of your schematic page. Now place the remaining parts on both pages 
using the attached completed schematics as a guide. A PDF file of the 
schematics can also be found on Owlnet. 


/home/jpfrantz/elec424/tutorial/sch/Elec424Tutoria 
ejexali 


A small hint for moving around in OrCAD: use ‘IT’ and ‘O’ to zoom in and 
out, respectively. ‘C’ will center the design at your cursor. ‘R’ will rotate a 
part. You can do these actions while in the middle of another action (e.g. 
while placing a part). You will also notice that each part has a value 
associated with it. You can change this by double-clicking the current value. 
In this manner you can give all your capacitors, resistors, etc. the 
appropriate values. When you are done, the first page of your schematics 
should look something like this. 


Now we need to draw nets to make electrical connections between 


components. To do this, click the Place Wire icon and connect the 
components as shown in the attached schematics. Use the Place Bus and 
Place Bus Entry icons to place busses and bus connections (you don’t need 
to do this in these schematics). 


Place Wire Icon Place Bus Icon Place Bus Entry Icon 


as 1 Al 


When you are done, the first page of your schematics should look like this. 


Now you need to add power and ground connections to some of the parts. 
OrCAD has several built-in symbols for power and ground. I like to use a 
symbol that explicitly names the nets, as shown in the picture below. I do 
this because many designs will have multiple power and ground nets. 
Explicitly naming them helps prevent shorts and other errors. It also makes 
your schematics easier to read. Add power and ground to your schematics 


now. 


VCC 


Connecting Pages and Naming Nets 


Since some of these connections go to the PLD, we need to a way to 
connect the two schematic pages together. We can do this by using off-page 
connectors. To place these click the Place Off-Page Connector icon. Then 
select the connector called OFFPAGELEFT-L or OFFPAGELEFT-R, it 
doesn’t really matter which one, they are functionally the same. You can 
place this on your schematic just like a part and then connect to it with a 
net. Off-page connectors are linked by a common name. For example, two 
off-page connectors on separate pages with the name CLK will be 
considered by OrCAD to be one net. To name a connector, just double click 
it to get a naming dialog box. Name your connectors now using the attached 
completed schematics as a guide. 


<«C 


Place Off- 
Page 
Connecto 
r Icon 


Note:For reasons that will become clear later, I like to place my off page 
connectors as close to the edge of the page (right or left) as possible. This 
makes clear which nets go off page and which don’t. It will also help you 
find mistakes on naming nets across pages. 


Normal nets can also be named. This is extremely useful and can help 
tremendously in the layout process. I encourage you to use the Place Net 
Alias icon to name any important nets such as clocks, address and data bus 
lines, and other specific signals you are interested in. To name a net, first 


highlight the net you want to name and then click the icon, you will be 
given a dialog box to enter the name of the net. You can position the text 
anywhere you like. If you have already attached an off-page connector to a 
net, then that net already has the same name as the connector. You don’t 
need to give the net an alias unless it will make your schematics more 
readable. 


If you have any pins on parts that are left unconnected, use the Place No 
Connect icon to mark it in your schematics. 


Now complete your schematics as shown in the attached reference. 


Preparing for OrCAD Layout 


Note:The Connexions version of the OrCAD tutorial is still in 
development. Please click here for the original and complete tutorial. You 
may also browse this complete tutorial within Connexions by using the 
Mozilla browser and accessing the main Connexions page at 
http://cnx.rice.edu. Click on the 'Contents' tab and select Rice University 
ELEC 424/427 under the 'Courses' tab. 


Annotation 


Now that your schematics are complete, you are ready to prepare to export 
the design to Layout. From now on, you will be working in both Capture 
and Layout. The first step in preparing your design is to annotate it. 
Annotation really involves several steps. First, we will assign unique 
reference designators to all of the parts in our circuit. Remember reference 
designators? These are just labels that are used in Layout to uniquely 
identify different types of parts. If you look at the hierarchy view in the 
project window, you will see a jumble of reference designators. You might 
have several capacitors named C1 or a lot of parts that have the label, R?, 
C?, U?, etc. 


Hierarchy View Before Hierarchy View After 
Annotation Annotation 


ig Elec424Tutorial.opj |B] x! ig Elec424Tutorial.opj {OB x! 
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To fix this, we will use a few of the annotation tools. In the file view of the 
project explorer, highlight the top-level design file (the one with the dsn 
extension) and then select Tools-->Annotate. You will see the Annotate 
dialog box. 


Annotate | x| 


Cancel | 
© Incremental reference update __ Hel | 


© Unconditional reference update 
© Reset part references to "?" 

© Add Intersheet References 

© Delete Intersheet References 


Mode 
© Update Occurrences 
(@ Update Instances (Preferred) 


Physical Packagina — 
Combined property string: 


{ValueHS ource Package} 


I.” Reset reference numbers to begin at 1 in each page 


IT Do not change the page number 


In a new design, it is best to first reset all the part designators. To do this, 
click the radio button that says Reset Part References to “?” and then 
click OK. You will be asked if you want to save your design before 
proceeding. Every part in your design will now have a question mark in its 
reference designator instead of a number. Now, reopen the annotate dialog 
box and check the box that says Incremental Reference Update and click 
OK. This will go through your entire design and number each part starting 
with 1 for each part type. If you now look in the hierarchy view, you will 
see that you have a nicely ordered list of parts. 


Intersheet References 


The next thing we will do is add intersheet references to your schematics. 
Doing this will place page numbers near each off-page connector that 
indicate to which other pages that net is connected. This is invaluable 
during design and debug because it will help you track individual nets 
across a large design in many pages of schematics. Since we only have two 
pages of schematics in this design, we could probably get away without 


adding intersheet references; however, it is a useful tool and should always 
be used for good design practice. Another reason for using this tool is that it 
helps to find mistakes in naming nets. For example, say you have a net 
named CLKIN but on one page of schematics you mislabel this net 
CLKIM. After annotation, these two off page connectors will not have page 
numbers next to them, indicating that they are single-pin nets. This would 
be an immediate warning flag that something is seriously wrong with your 
schematics. To add intersheet references, bring up the annotate dialog box 
again. Select the radio button that is labeled Add Intersheet References. 
You will get a secondary dialog box, and you can leave the default values as 
they are for now. Just click OK to continue. As far as schematics are 
concerned, your design is now fairly complete. 


Creating Footprint Libraries 


We are now ready to begin working in layout to proceed with our design. 
The first thing we need to do is create a library of footprints to be used in 
our PCB layout. Footprints are a representation of the physical area that a 
part occupies on a PCB. 


Note:Footprints are also sometimes referred to as shapes or land patterns. 


Note:I cannot overemphasize this point. IT Is ABSOLUTELY 
CRUCIAL THAT YOUR FOOTPRINTS ARE CORRECT. Double- 
check them, triple-check them. It is sometimes possible to live with an 
error in a schematic symbol, but a footprint error can often sink your entire 
design. Please be VERY CAREFUL. 


Start Layout Engineer’s Edition to begin working with footprints. Libraries 
for Footprints are very similar to libraries for schematic parts. Layout has a 
separate tool for working with footprint libraries, though. To start this tool, 


select Tools-->Library Manager. You will get a new window that looks 
like this. 


Note:There are two versions of Layout: Engineer’s Edition and Plus. They 
are identical with the exception that Plus has an autorouter. We will not use 
this feature. 


Layout Engineer's Edition -- (unnamed) 
A Window Help 
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BCON100T “ 
BCON156T | 
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DCONO50T 


File Edit View Tool Options Aut 


Add... Remove 


Footprints 


Create New Footprint... 
Delete Footprint | 


[950,300] RAM: 3014K Used, 1409101K Available 


You will notice that there are already several libraries available for use. 
OrCAD has many existing footprints that you can use in your own design. 
As with the schematic symbols, be very careful to check that these 
footprints for correctness before using them. Often, you will have to make 
footprints for parts that don’t already have one. Most datasheets for parts 
will contain the mechanical information necessary to make a correct 


footprint. However, before making a footprint it is necessary to understand 
a little bit about how PCBs are constructed. 


Let’s take a look at a padstack definition for an existing part. In the Library 
Manager, select the library DIP100T and highlight the first part 
DIP.100/14/W.300/L.700. You will see the part footprint in the Library 
Manager. 


Layout Engineer‘s Edition -- (unnamed) Li i 18) x} 
File Edit Yiew Tool Options Auto Window Help 
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Create New Footprint... 
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Delete Footprint | 


DIP.100/1 4f¥.300/L.700 [100,-100] RAM: 4324K Used, 1371168K Available 


Layout uses a series of spreadsheets to store information about your design. 
Padstacks are stored in the padstack spreadsheet. To access this spreadsheet, 
click the View Spreadsheet icon and choose Padstacks. This footprint is 
composed of two padstacks, one for pin 1, which is square, and another 
padstack for the other pins. When you open the spreadsheet, you will first 
see a padstack called T1. Padstacks T1 to T7 are default padstacks and can 
be modified for your own use. The padstacks we want to look at are at the 
bottom of the list; scroll down until you see DIP100T.I1b_pad1 or 


DIP100T-.Ilb_pad2. These are the two padstacks for this footprint. You will 
notice that there are numbers on some of the layers that define how the 
padstack looks physically on that particular layer. We will come back to this 
in a minute. 


B 


Close the padstack spreadsheet and open up the footprints spreadsheet. The 
name is confusing; it should really be called something like the pins 
spreadsheet because this spreadsheet defines the locations of the pins and 
also which padstack they use. You will see each pin for the part in this 
spreadsheet, its x and y locations, and the padstack used for each pin. 
Notice that pin 1 uses the square padstack, while the others use the round 
one. 


Now let’s create a new footprint from scratch for your design. We will make 
the footprint for the pushbutton (Panasonic part EVQ-PAG04M). The 
mechanical diagram from the datasheet gives us all the information we need 
to know. 


Recommended PWB piercing plan 
(Pitch tolerance: +0.1) 
View from mounting side 


In the Library Manager, click Create New Footprint. This will bring up 
the following dialog box. 


Name of Footprint [PB 


Units 


@ English 
© Metric 


Cancel | 


Name the footprint PB, and keep English for the Units. Even though the 
dimensions for the part are given in metric, most PCB fabrication 
measurements are still done in inches (or mils, 1/1000 of an inch). We can 
switch between the two systems fairly easily in OrCAD. Click OK to create 
the part. You will now see a new part with just one pin in the Library 
Manager. 


Since this is a metric part, we need to change the systems settings to use 
metric instead of English. Select Options-->System Settings to bring up 
the following dialog. Change the systems settings as shown. 


System Settings a ix 


~ Display Units Grids 

© Mils (m) Visible grid [X,Y]: 
™ Inches [in) eee 
© Microns [u} Detail grid [X.Y]: [-1 


( Millimeters (mm) 


Centimeters (cm) Place grid [X.Y]: [-1 


Display Resolution: Routing grid: 1 
[0.0254 Via grid: a 


Rotation 
— 90 Snap: 01' 


Workspace Settings... | 
Help | Cancel | 


Click OK when you have made the changes. Now you are working in a 
metric system. The switch has 4 pins total, but we only need to define one 
padstack since the pins are all the same physically (not electrically). Open 
the padstacks spreadsheet. We will edit the padstack T1 , which is already 
being used by pin1. First, let’s start from scratch and fill in information for 
only the layers that we care about. In the spreadsheet, double-click the 
padstack name T1. This brings up the Edit Padstack dialog for all layers in 
the padstack. 


I x 
Padstack [PB 


1? Padstack Layers 


. Non-Plated 

. Use For Test Point 
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. Flood Planes/Pours 


-Pad Shape 

© Round € Oblong 
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Help | Cancel | 


First, change the name of the padstack to something more useful like PB 
(the name of our footprint). Doing this will make this padstack easier to 
find in Layout when there are 100s of padstacks to choose from. Next, 
select the Undefined radio button. This will reset the padstack definitions 
on every layer. Click OK to continue. In the spreadsheet you should now 
see a padstack called PB with no layers defined. 


EE  —  alcx 


pS 


DRLDWG Undefined 


We will now set each layer individually. You can also select multiple layers 
at a time by holding down the CTRL key when you click the layer name. 
First, let’s define the size of the drill used for this part. The datasheet tells 
us that we need a drill of 1 mm for this part. Select the layers DRLDWG 
and DRILL. When you have multiple layers selected, you will need to 
right-click and choose Properties to bring up the Edit Padstack dialog. 
Choose the Round radio button and give the width and height a value of 1. 
Click OK when done. The changes you made should now be reflected in 
the spreadsheet. 


Now we will define the amount of metal on the routing layers beyond the 
size of the drill. This is called the annular ring. Each board shop will have 
requirements on the minimum annular ring size based on the drill diameter. 
In most cases 20 mils (1 mil = 1/1000 inch) is a safe bet. 1 mm is 
approximately 40 mils, so 20 mils is about 0.5 mm. Select the following 
layers and bring up the Edit Padstack dialog: TOP, BOTTOM, INNER. 
Even though we have no inner routing layers, it is good practice to go ahead 
and define them. Make the pads round and put the value of 1.5 in the height 
and width fields. 


Next, we need to define the clearance on the plane layers. The middle layers 
of our circuit board are solid pieces of copper that are used for power and 
ground. To prevent short circuits, we need to define a clearance around our 
drill. Most board houses will also have requirements for this, but 35 mils 
beyond the drill size is usually a good start. In our case, we will do a little 
rounding and just use 2 mm. Select the PLANE layer and define a round 
pad with a height and width of 2 mm. 


The last thing we need to define is the solder mask. This is usually defined 
as slightly larger (about 5 mils) than the annular rings on the top and bottom 
layers. Select SMTOP and SMBOT and make them round pads with height 
and width of 1.625 mm. 


You have finished defining your padstack for this part. You can close the 
spreadsheet and you will see that pin 1 should now look a little different 
based on the changes you just made. 


You probably noticed that you don’t need to define all of the layers. As a 
guide, here are the layers that you need to define for thru-hole and surface 
mount parts. 


e Thru-Hole - TOP, BOTTOM, INNER, PLANCE, SMTOP, 
SMBOT, DRLDWG, DRILL 
e Surface Mount - TOP, SMTOP, SPTOP 


As far as padstacks are concerned, surface mount parts are a lot easier to 
work with. 


Library Manager can be a bit flaky sometimes, so it is best to save your 
changes to footprints often. Go ahead and click Save As. You have not yet 
created a footprint library, so you will need to click the Create New 
Library button. Browse to your 11b directory and name the library 
Elec424Tutorial. 


Let’s now clean up a few things before adding the rest of the pins. You will 
see a lot of text on your screen. Most of it is on the layer ASSYTOP, which 
we will not use. This text is safe to delete. Open the text spreadsheet and 
you will see five text items. Select all the text on the ASSYTOP layer and 


delete them. This will clean up your footprint a bit. You can leave the 
reference designator text on the SSTOP layer. We will need it. 


We can add pins to the footprint in a number of ways, but the easiest way to 
do this is to use the footprints spreadsheet. Open the spreadsheet and you 
will see just pin 1 with an x,y location of 0,0. 


Note: ALWAYS PLACE PIN 1 AT 0,0. 


For this part we have to take note of a few things. Our schematic symbol 
has pins 1 to 4, while the datasheet for the part labels the pins A, A', B and 
B'. We will make pin 1 = A’, pin 2 = A, pin 3 = B and pin 4= B’. To create a 
new pin, just highlight pin 1 in the spreadsheet and type CTRL-C. This will 
create open the following Add Pad dialog. 


Adding new pad 
to footprint PB2 


Pad Name: 200 
Pad X fo te [5 


Padstack Name 


PB [Local J v 
Pad Entry/Exit Rule Additional Rules 
( Standard . Allow via under pad 
Any Direction . Preferred Thermal Relief 
Long End Only . Forced Thermal Relief 


Help | Cancel | 


This dialog allows you to give the pad a name (OrCAD autoincrements, so 
2 is already given as the name), adjust the x and y coordinates of the pin, 
and choose which padstack you want to use for the pin. In most cases, you 
will leave the other settings as they are by default. Set the x and y 
coordinates as they are shown above and click OK. Add the remaining two 
pads as shown on the mechanical drawing for the pushbutton. When you 
close the footprint spreadsheet, your footprint should look like this. 


"Library - Pin Tool (DRC OFF). 


You are not quite done with the footprint even though all the pins are 
placed. There are just a few things left to do. First, we need to define a 
place outline. A place outline is a mechanical boundary that Layout uses to 
keep parts from hitting each other once assembled. In this case, the part 
outline is easy to draw. The physical switch does not extend beyond the 


square defined by the pads, so we will just draw a box around them. To do 
this we use the Obstacle Tool. 


Q| 
Click the tool icon to switch to the obstacle tool and then right-click in the 


workspace. Select New from the context menu. Right-click again and select 
Properties. The following dialog box will appear. 


Edit Obstacle 


Obstacle Name [PLACE_OUTLINE 
Obstacle Type 
[Place outline 7| 
Group Height Width 0.254 
Obstacle Layer 
[Global Layer 7] 


; Copper Pour Rules 


Clearance Z order 


Note: Use Pin Tool command ‘Toggle Copper Pour Seed’ 
to set copper pour seedpoints 
T Isolate all tracks T Seed only from designated object 


T Do Not Fill Beyond Obstacle Edge 


Hatch Pattern.. | Pin Attachment.. | 
Help | Cancel | 


Give the obstacle a meaningful name. Select Place Outline as the Obstacle 
Type. The width in this case is arbitrary. The layer is very important. This 
part is a thru-hole part, so in this case we want to make sure that surface 


mount parts on the bottom side of the board will not interfere with this part. 
By choosing Global Layer, the place outline will extend through every 
layer of the board. If this were a surface mount part, we could put the place 
outline on the top layer only. Click OK when you are done making changes. 
Now you need to draw the outline. Left-click to place each corner. When 
you have drawn at least 3 comers, you can press ‘F’ to have OrCAD finish 
the outline for you. It should look like this. 


‘Library - Obstacle Tox 


There is just one last thing you need to do to make your footprint complete. 
It is often nice to have an outline of the part on the silkscreen layer. This is 
not necessary, but it is a nice touch and makes things a bit easier during 
assembly of your board. We can easily make this outline by copying the 
place outline in the obstacles spreadsheet. Open the obstacle spreadsheet 
and copy the place outline by highlighting it and pressing CTRL-C just like 


you did for copying a pin. Double-click the new obstacle to bring up the 
Edit Obstacle dialog. Give the obstacle a meaningful new name, change 
the type to Detail, and change the layer to SSTOP. 


Congratulations! You have created your first footprint. 


I have provided a library of the remaining footprints for use in this design. 
Use the Add... button to add the library to the list of available libraries. Use 
the Save As button to copy each footprint into your own library. You can 
find this library on Owlnet at: 


/home/jpfrantz/elec424/tutorial/lib/tutorial.1llb 


Copy all of the parts from this library into your library. 


Assigning Footprints to Parts 


You will now switch back briefly to working in Capture. Open your tutorial 
schematics if they are not already open. You have defined a set of footprints 
to be used in your design, but now you must assign those footprints to each 
of the parts in your design. Each part in your schematics has a property 
called PCB Footprint and this must match one of the footprints in your 
footprint library. There are several ways to assign footprints to schematic 
symbols. One way is to open the Property Editor by double-clicking the 
part in schematics. This will show you all the properties for that part. 
Double click the pushbutton switch on the first page of your schematics. 
This is the part whose footprint you just drew. 


Property Editor 


ss mnt ae an eI 


>) Elec424Tutorial : Page 1 - Power & Connectors : SW1 |PUSHBUTTON DEFAULT | (00847 
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There are quite a few properties, and it may seem a bit confusing. Using the 
drop-down list, you can filter by specific properties. Choosing Orcad- 
Layout will help make things make a little more sense. You should be able 
to see the PCB Footprint property now and assign it a value of PB, the 
name of the footprint you just drew. 


Now imagine that you have hundreds of parts in your design. It could take 
quite a while to assign each footprint to every part. It would be much better 
if we could do it en masse. Fortunately, there are several methods we can 
use to do this. Close the property editor and press CTRL-A while on a page 
of schematics. This will highlight every part on the page. Press CTRL-E to 
bring up the Property Editor. Now you can see the properties for every 
part you have highlighted (make sure you are on the Parts tab of the 
spreadsheet because others are also visible). Now you can assign footprints 
to an entire page at once. 


Property Editor 
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Elec424Tutorial : Page 1- Power & Connectors C1 100uF | DEFAULT 100447" 


RES-AXIAL 
RES-AXIAL 
PJ-0024, 
LED 
CAP-NP 
CAP-NP 
CAP-NP 
CAP-POL100 


CAP-POL100 - 
CE_RAD 


AOA 


Parts A Schematic Nets A Pins A Title Blocks A Globals A Ports & Aliasd| «| | 


This is certainly an improvement. Now you can manipulate all the parts on 
one page. But what if you had 10 or more pages of schematics? This could 
still be cumbersome. In the next section, I will describe a much more 
powerful way of editing the properties in your design. 


Importing and Exporting Properties To and From Schematics 


As you may have noticed by now, OrCAD stores quite of number of 
properties in the design file. However, it can sometimes be cumbersome to 
manipulate these in OrCAD itself. Luckily, it is possible to export the 
properties of your entire design so that they can be edited in another 
program like Microsoft Excel. We will use this feature to assign footprints 
and other part information. After reading this section you may think that 
this is a lot of trouble to go through for this small amount of work. For this 
design, that may be the case. However, in much larger designs this is truly a 
timesaver. 


To export properties highlight the top-level design file in the file view of the 
project explorer (the one with the dsn extension). Then select Tools -- 
>Export Properties... You will see the following dialog. 


Export Properties 


= 
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You can leave all the default selections. Just click OK to create the export 
file. It will be placed in the same directory as your schematic project and 
should have an exp extension. We can now edit this file directly and re- 
import it into Capture. If you look at the file in a text editor like Notepad, 
you will see that it is just a tab-delimited file with the values enclosed in 
quotation marks. Let’s open this file with Microsoft Excel so we can 
manipulate it better. 


Start Excel and select File-->Open... Browse to where your file is located. 
You will probably have to change the file type to All Types (*.*) to see the 
file. Selecting the file will start the Text Import Wizard. 


Text Import Wizard - Step 2 of 3 2| xi 


This screen lets you set the delimiters your data contains. You can see 
how your text is affected in the preview below. 


elimiters 
IV Tab [~ Semicolon Tl Comma 


[ Space J Other: [ Text qualifier: roe ~ | 


|” Treat consecutive delimiters as one 


ata preview 


"DESIGN" "C:\DOCUMENTS 
"HEADER" ge 
"PARTINST: Elec4Z4Tutorial: Page Z - Xilinx PLD:2043" /"C10" 
"PARTINST: Elec424Tutorial: Page Z - Xilinx PLD:1641" "Jz" 
"PARTINST: Elec4Z4Tutorial: Page 2 - Xilinx PLD:2151" /"cs" 


Cancel | < Back |[_next > _| Finish | 


Click the Next button on the first screen. On the second screen, it is 
important to change the text qualifier to {none}. This will preserve the 
quotes around the values. If you do not do this, then you will be unable to 
re-import the file back into OrCAD. When you have made this change you 
can go ahead and click Finish. You will now have the data in Excel. Let’s 
do a few things to make moving around a little easier. First, I like to freeze 
the top two rows so that they are always visible. This way I can always see 
what the name of each column is. To do this, click row 3 to highlight the 
entire row. Then select Window-->Freeze Panes. 


ey ELEC424TUTORIAL.EXP 


SSIS ARB TT [A DRT [TE (TTR ET EES 
1 |"DESIGN" "C:\DOCUMENTS AND SETTINGS\ADMINISTRATOR\DESKTOP\ELEC424TUTORIALASCH\ELEC424TUTORIAL. DSN" 

2 |"HEADER'"ID" “Part ReferValue" "PCB Foot"Source P:"Graphic" "“Supplier’ “SupPartN “PerUnitCc"Notes" — "Manufactu"ManPartNum" 
EM PARTINS 2C10" SC 10M TOM oes "CAP NP.T"CAP NP.T"<null>"_"<null>"__"<null>"__"<null>"__"<null>"__"“<null>" =A 
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6 |"PARTINS "C9" "cg" "O.1uF" "CAP NP.I"CAP NP.I"<null>"—"<null>"""<null="—"<null=""—"<null="——"<null>" 
7_|"PARTINS "C7?" "Cr" "O.iuF" |" "CAP NP.E"CAP NPLI"<null>""snull>""<null="—"<null>"—"<null>"—— "<null>" 

8 |"PARTINS "J3" "J3" "CONN-2x: "" "CONG.No "CON6.No "<null>"—"<null=""—"<null="——"<null>""—"<null>"——"<null>" 

9 |"PARTINS "U3" "U3" "XC9536-P "" "XC9536-P "XC9536-P"<null>"—"<null>"—"“<null>"—"<null>"—"<null>"— "<null>" 

10 "PARTINS "C11" "C11" “O.1uF" "CAP NP.E"CAP NPLI"<null>""<null>"—"<null="—"<null>""—"<null>"——"<null>" 

11 |"PARTINS' "C12" C12" "2.2uF" "CAP POL"CAP POL"<null>"—"<null="""<null=""—"<null>""—"<null>"——"<null>" 

12 \"PARTINS "U1" "uti" "MAXBO3/é"DIP-8" — "MAXB03/é"MAXBO3/é"<null>""<null>"——"<null>"—— “<null>"—— “<null>"——"snull>" 

13 |"PARTINS "C6" "CB" "O.1uF" "CAP-NP" "CAP NP.E"CAP NP.P"<null="" "<null=""<null>" 9 "<null>"— "<null>"——"<null>" 

14 |"PARTINS "U2" "U2" "TILS11"  “DIP-14" —"TIL311.Ne"TIL311.Nc"Newark" "O8F8724" "17.61" : “Texas Ins “TIL311" 

15 \"PARTINS "¥1" *y¥1" "OSC 1MF"OSC" —-""OSC.Norr"OSC.Norr"<null>"—"“<null>"—"<null>"— "<null>"—— "<null>"—"<null>" 

16 |"PARTINS "C3" "C3" “{0uF" "CAP-POL"CAP POL"CAP POL"<null>"—— "<null>""—"<null> <null>"—"<null>" "<null>" 

17 |"PARTINS "SW1" "SWI" "PUSHBU "PB" “"PUSHBU "PUSHBU "Digikey" "P8009S" "0.29 250gf “Panasoni"EVQ-PAGO4M" 
18 |"PARTINS "C1" "C1" "{00uF"  "CE_RAD""CAP POL"CAP POL"s<null>"_—"<null>"——"<null>""—"<null>""—"<null>"_—"<null>" 

19 |"PARTINS "R2" "R2" "150" “RES-AXIA"R.Normal'"R.Normal'"<null>"——"<null>"——"<null> <null="—"<null>""<null>" 

20 |"PARTINS "D1" "DI" "BLUE" |"LED" “LED.Norr"LED.Norrm"snull>""<null>"—"<null>""<null>"—"<null>"— "<null>" 

21 |"PARTINS "R1" "Ri" "1K" "RES-AXIA"R.Normal'"R.Normal'"<null>"—"<null>"——"<null>"—— "<null>"—— “<null>"_—"“<null>" 

22 |"PARTINS "C4" "C4" "O.1uF"  "CAP-NP" "CAP NP.E"CAP NP.P"<null=" "<null>"""<null>" "<null>"—— “<null>"——"<null>" 

23 |"PARTINS "C2" "C2" "{0uF" = "CAP-POL"CAP POL"CAP POL"<null="" “<null>"— "<null>"" "snull>"— "<null>"——"<null>" 

24 |"PARTINS "C5" "C5" "O.1uF" "CAP-NP" "CAP NP.E"CAP NP.P"<null="" 9 "<null=""<null>"— "<null>"— "<null>"——"<null>" 

25 |"PARTINS "J1" "Jt" "PJ-0024" "PJ-0024" "CONN JA"CONN JA"<null>""<null>" "<null> <null>""“<null>"—"snull>" 

26 

27 
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Next, I like to sort the spreadsheet so that it makes a little more sense. 
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Highlight all of the rows and columns of your spreadsheet except the first 
row. Then select Data-->Sort... to bring up the Sort dialog. 


I like to sort by Value and then by Part Reference. Once this is done, your 


parts should all be grouped by common value. For example, all of your 


0.1uF capacitors should be next to each other. This will make it much easier 
to assign footprints and other properties to similar parts. 


Sort by 


["value" ¥] @ Ascending 


™ Descending 


Then by 
‘Part Reference" (* Ascending 
© Descending 


Then by 


a | ( Ascending 


© Descending 


My list has 


@ Header row No header row 


Options... | Cancel | 


Note:It is crucial that parts with the same value all have the same text in 
their value fields. For example, you may know that .1uf and 0.1uF are the 
same thing, but OrCAD treats that as two separate values and will think 
that the two are completely different parts. This will complicate parts 
ordering and make your BOM (parts list) unreadable. If you find 
discrepancies like this, you can fix it in Excel or in OrCAD. 


Fill in the remaining footprints based on the chart below. The reference 
designators in your schematics may vary slightly from those in the table, 
but this will make no difference to the design. Two things are important 
when you are assigning the footprints. First, make sure that you enclose the 
value in quotation marks or the import back into OrCAD won’t work. 
Second, make sure that the footprint name matches exactly the name that 
you gave your footprint in your library. If the name does not match, then 
you will get errors when you export your design to Layout. 


"Part Reference” |"Value” "PCB Footprint” 


"C10" "O.1uUF" "CA&P-NP" 
"C11" "O.1uF" "C&P-NP" 

"C4" "O.1uUF" "CAP-NP" 

"cs" "O.1uF" "CAP-NP" 

"CB" "O.1uF" "C&P-NP" 

ER tes "O.1UF" "CAP-NP" 

"co" "O.1UF" "CAP-NP" 

"Cg" "O.1uUF" "CAP-NP" 

"C1" "4 00urF" "CE_RAD" 
"C2" "4 Our" "C&P-POL100" 
ees "1 Our" "C&P-POL100" 
"R2" "150" "RES-AXIAL" 
"RI" "1K" "RES-AXIAL" 
eT 2" "2.2UF" "C&P-POL100" 
"D1" "BLUE" "LED" 

"J2" "“CONN-2x10" "“CONN-2x10" 
"J3" "CONN-2x3" "CONN-2x3" 
Pui" "MAX603/4" "DIP-8" 

yr" "OSC 1 MHz" "OSC" 

"Ji" "PJ-0024" "PJ-0024" 
"Svv1" "PUSHBUTTON" "PB" 

"U2" "TIL311" "DIP-14" 

"U3" "XC9536-PLCC44" "PLCC-44" 


Save the file in Excel. You will get several warnings about the 
incompatibility of the format. You can just ignore these. There is one small 
last step that we need to do before we can import back into OrCAD. Excel 
will replace one set of double quotes with three, so we need to open the file 
in a text editor. Use Notepad or another text editor to open the file and do a 
search and replace to change """ with ". Save the file when you are done. 


Now you can import the properties file back into OrCAD. In Capture, 
highlight the design file in the file view of the project explorer. Select 
Tools-->Import Properties... Browse to your properties file and click OK. 
You should not get any errors during the import. If you do, then there is 
likely a wrong footprint name or some missing quotation marks in the file. 
You will need to correct this before proceeding. 


Embedding the BOM in Schematics 


You may have noticed in Excel that some parts had some extra information. 
OrCAD is a great place to store information about where parts are bought, 
who makes them, how much they cost, etc. If all the information is there, 
then OrCAD can use the information to automatically generate the BOM 
(Bill of Materials). The BOM will help you be organized when ordering 


parts, and it is essential for the person assembling your board. There are 
several extra fields that you probably saw with this kind of information. 


¢ Description — A description of the part. Usually I cut and paste this 
from the description of the part from the supplier’s web page (e.g. 
Digi-Key). 

e ManPartNum — The manufacturer’s part number. 

e Manufacturer — The manufacturer of the part. 

¢ Notes — Any miscellaneous information about the part that you want to 
record. Maybe it has a long lead-time and you want to note that. 

¢ PerUnitCost — How much each part costs. 

¢ SupPartNum — The supplier’s part number (e.g. Digi-Key, Arrow, 
Newark, etc.). 

¢ Supplier — The supplier of the part. 


Export the properties of your design again and fill in the information for 
each part. To help you, I have put an Excel version of the BOM in the 
following location on Owlnet. 


/home/jpfrantz/elec424/tutorial/assy/BOM.x1s 


When you have finished editing the properties, save the file and import 
them into Capture just like you did for the footprints. 


Now you are ready to have OrCAD generate a BOM for you. To do this, 
highlight the design file in the file view of the project explorer. Select 
Tools--> Bill of Materials... to bring up the Bill of Materials dialog. 


Bill of Materials a P.4| 


Scope Mode 
Process entire design @ Use instances (Preferred) 
( Process selection ( Use occurences Cancel | 


Help 


Line Item Definition 


Header: 


[Item\tQ uantity\tReference\\tPart\tD escription\tS upplier\tS upP arth u 


Combined property string: 
{ltem}tHOQuantity 4HReference}\tValue}\HD escription}\HSupplier}’ 


[” Place each part entry on a separate line 


Include File 
[” Merge an include file with report 


Bombined property sting 


filtem)\HiQuantity SHR eference}\tV¥alue} 


JAclode fle; 


[ENDOCUMENTS AND SETTINGS\ADMINIST 


Browse... 


Report 
Report File: [ View Output 


[C\DOCUMENTS AND SETTINGSSADMINISTR Browse... | 


You will want to change a few of the default settings. Cut and paste the 
following text into the Header and Combined Property String fields of 
the dialog box. 


Item\tQuantity\tReference\tPart\tDescription\tSupp 
lier\tSupPartNum\tManufacturer\tManPartNum\tUnitCo 
st\tNotes 


{Item}\t{Quantity}\t{Reference}\t{Value}\t{Descrip 
tion}\t{Supplier }\t{SupPartNum}\t{Manufacturer }\t{ 
ManPartNum}\t{PerUnitCost}\t{Notes} 


Then click OK to generate the file. This should put a file called 
Elec424Tutorial.bom in your sch directory. This will be a tab-delimited 
file just like when you exported the design properties. You can use Excel or 


another program to make it look a little more readable. Do this and put the 
finished version into the assy directory. This is one of the files that you 
will give to the assembler when you are ready to have your boards 
assembled. 


Creating a Board Template File 


You are almost ready to export your schematic design to Layout. Before 
doing this, we must create a board template file. This file defines some 
default properties for the board that will be used throughout layout. To 
create a template, start Layout and select File-->New. When you see the 
dialog, press Cancel . You should now see a blank workspace. You can use 
the same shortcut keys that you used in Capture to zoom and center the 
design (‘I’, ‘ O’, and ‘C’). 


The first thing we need to do is draw a board outline to define the perimeter 
of the board. For this PCB, we will make the board 3 inches by 2 inches. 
The board outline is an obstacle like the ones you placed in the footprint 
editor. To create the board outline, select the Obstacle Tool, right-click and 
choose New... and then right-click again and select Properties... Name the 
obstacle BOARD_OUTLINE, its type should be Board Outline , its 


Width should be 50 (mils) and it should be placed on the Global Layer. 
Place the first corner of the board at 0,0 and then draw from there. While 
drawing, you can use the information in the status bar to tell you where in 
the workspace you are. When finished, your board outline should look like 
this. 


DR ee alsa 


3] 


Next, you will edit the layer stackup. Layout has spreadsheets just like the 
Library Manager does. Click the View Spreadsheet icon and select 
Layers. This spreadsheet defines all the layers that your board uses and 
their respective functions in the design. You will see a spreadsheet that 
looks something like this. 


EEE j= aloxX 


PINNERTD tre sed None} 
PINNERI2 rh sed OT fNone) 
PSMTOP Trt SMT Doe | SMBOT 
|SsMBoT | SC + BT SMB OT Doe ST] SSOP 


You are making a 4-layer board, so we will turn off some of the pre-defined 
layers because we will not use them. Double-click the INNER1 layer to 
bring up the Edit Layer dialog. 


Layer Name INNERI 


Layer NickName |jN1 


Layer LibName INNER 


Layer Type 

Routing Layer Plane Layer 
( Unused Routing © Documentation 
® Drill Layer ® Jumper Layer 


Mirror Layer 


Layer Name [ 


Jumper Attributes... | 
Help | Cancel | 


Select the Radio button for Unused Routing. Click OK to continue. Do the 
same thing for the following layers: INNER2, SPTOP, SPBOT, SSBOT, 
FABDWG, NOTES. Remember that you can use the CTRL key to select 
multiple layers at one time. Also remember that all designs are different and 
may need extra layers. For example, a design with surface mount 
components will need the SPTOP and SPBOT layers. If we were to place 
components on the bottom side of the board, then we would likely need a 
silkscreen on the bottom and, therefore, the SSBOT layer. Close the 
spreadsheet when you have made the changes. 


The next thing we need to do is change the output settings for the Gerber 
files . Select Options-->Post Process Settings... to bring up the Post 
Process Spreadsheet. Select the *.ASB and *.FAB layers. Right-click and 
select Properties to bring up the Post Process Settings dialog. Uncheck the 
box that is labeled Enable for Post Processing. 


Note:Gerber files are in a special format that the board house can read. 
These are the files used to generate film and fabricate your board. There is 
one file per layer of your design. 


Post Process Settings 


— Output Output Settings 
~Format 


Plot Title: 
© Gerber RS-274D 


© Extended Gerber 


- DXF x Shift: 


Print Manager Y Shift: 
[_ Print/Plot to File 


. Force Black & Yrhite 


lv Center on Page 


\¥ Mirror 
- Options 
MV Keep Drill Holes Open Scale Ratio: [ To: [ 
¥ Create Drill Files ; 
IV Overwrite Existing Files poston 
T Enable for Post Processing eo 90 © 1800 270 


File Name: [0 


Help | Cancel | 


Now select all the layers. You can do this by clicking in the cell in the top- 
left corner of the spreadsheet (Plot Output File Name). Right-click and 
select Properties to bring up the Post Process Settings dialog. Select the 
radio button for Extended Gerber. This is the format we want to use for 
fabrication. Close the spreadsheet when you are done. 


Next, you will define a default via size. Click the View Spreadsheet icon 
and select Padstacks. This will open the padstacks spreadsheet and shows 
every padstack that is used in your design. Since there are no parts in the 


design right now, there are not that many padstacks, but this will change 
after we import from Capture. 


Note: Vias are used to connect traces between layers and to make 
connections to solid ground or power planes. 


You will edit the VIA1 padstack that is first on the list. This will become 
the default via for your design. Editing padstacks here is identical to how 
you edited padstacks when creating a footprint. Let’s start with a clean 
padstack. Click the name VIA1 to highlight the entire padstack. Right-click 
and select Properties to show the Edit Padstack dialog. Select the radio 
button labeled Undefined and also check the box labeled Flood 
Planes/Pours. Click OK when done. This will reset the definitions for all 
layers of VIA1. Now you will set the finished drill size. Highlight the 
DRILL and DRLDWG layers and open the Edit Padstack dialog. Select a 
pad shape of Round and give it a width and height of 13.5 (mils). We are 
using the same clearance requirements that we used before when defining 
footprints: +20 mils annular ring, +25 mils solder mask, and +35 mils plane 
clearance. Select the TOP, BOTTOM and INNER layers (we have no 
inner layers in this design, but it is good practice to define this since we 
may want to add layers later in a design). Make these layers round with a 
diameter of 35 mils. Select the GND and POWER layers and make these 
round with a diameter of 50. Finally, highlight the SMTOP and SMBOT 
layers and make these round with a diameter of 40. 


We will only use one via type in our design, but OrCAD will allow you to 
define up to 16 different vias. You might want more than one if you wanted 
slightly larger vias for carrying high-currents. You can even assign specific 
vias to specific nets, but that is beyond the scope of this tutorial. 


When a netlist from Capture is imported, we can set the default widths and 
other properties for all nets that get imported. After importing we can 
customize these parameters on a per-net basis. Let’s set the values for the 
default net. Click the View Spreadsheet icon and choose Nets. You will see 


a spreadsheet with just one net, DEFAULT. After you import your netlist 
from Capture, you will see all the nets in your design in this spreadsheet. 
Double-click the net to bring up the Edit Net dialog. 


edtNet | 
Net Name [DEFAULT 


Net Attributes 
\¥ Routing Enabled l¥ Share Enabled . Highlight 
Vv Retry Enabled l¥ Shove Enabled . Test Point 


Weight a ie 50 
Group [o low med high 


Min Width i 0 Conn Width ii 0 Max Width [50 


Net Layers... | Net Reconn... | 
Width By Layer... | Net Spacing... | 


Help | Cancel | 


Our design will not be too aggressive, so we will use 10 mil traces. Set the 
Min Width and Conn Width to 10, and set the Max Width to 50. Click 
OK when you have made the changes. 


The final thing we need to do to our template is set a few global spacing 
constraints. These spacing values will be used when you have Layout 
automatically check for design errors. Select Options-->Global Spacing... 
to bring up the Route Spacing spreadsheet. Click on Layer Name to 
highlight every cell, and then right-click and select Properties to bring up 
the Edit Spacing dialog. Put a value of 10 in every field and click OK. 
Close the Route Spacing spreadsheet. 


Edit Spacing 


22 Layers 
Track to Track Spacing 1 


Track to Via Spacing 10 


Track to Pad Spacing 


— 
a 
— 

Via to Via Spacing fo 
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_Lancel | 


Via to Pad Spacing 


Pad to Pad Spacing 10 


Help | Cancel 


Save your template. You are done with it and are ready to export your 
design from Capture to Layout. 


Creating the Netlist 


To export your design to Layout, you must first create a netlist. A netlist is a 
file that has all the parts, footprints and nets for your design in a format that 
can be read by the layout program. To start netlist generation, highlight your 
dsn file and select Tools-->Create Netlist... to bring up the Create Netlist 
dialog box. 


Create Netlist 


t_| 
Q 
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Click on the Layout tab in the dialog box. You don’t need to modify any 
settings, just click OK to generate the netlist. When finished you should 
have a file called Elec424Tutorial.mnl in your sch directory. Your design 
is finally ready for import into layout. 


Starting Layout in OrCAD 


Note:The Connexions version of the OrCAD tutorial is still in 
development. Please click here for the original and complete tutorial. You 
may also browse this complete tutorial within Connexions by using the 
Mozilla browser and accessing the main Connexions page at 
http://cnx.rice.edu. Click on the 'Contents' tab and select Rice University 
ELEC 424/427 under the 'Courses' tab. 


Creating a New Board 


You have everything that you need to import your design into Layout. We 
need to do one thing before we begin. Layout will try to match the names of 
the footprints in your netlist with those stored in the Library Manager. 
Your library must be at the top of the list in Library Manager or the import 
will not work. Open Library Manager and make sure that your library 
appears at the top of the list like in the figure below. 


i Library Manager 4 x 


Libraries 


ELEC424TUTORIAL 
BLUEGPS 
BCON100T 
BCON156T 


Create New Footprint... 
Save | SaveAs... | 


Delete Footprint 


Now start Layout and select File-->New. You will first be prompted for the 
template file you created. It should be located in your board directory. 
Second, you will be asked for your netlist. This should be located in your 
sch directory. Third, you will be asked to give your board file a name. 
Name this file Elec424Tutorial and place it in the board directory. 


If all the footprint names in your design match those in your library, then 
you should get no errors and you will see a screen in layout like the one 
below. 


If you got one or more errors, then it probably means that you have a 
misspelled footprint name. Sometimes, you can also accidentally assign a 
footprint that doesn’t have the same number of pins as your schematic 
symbol. If your import is unable to complete, then you will have to find the 
problem and start the process again. 


Ne 


CHART 


One useful tool for finding an error is the file. When Layout performed 
the import, it generated a file called Elec424Tutorial.lis in your board 
directory. Open this file in a text editor like Notepad to see what it looks 
like. This file will tell you everything that occurred during the import: what 
footprints were added or deleted, what components were added or deleted, 
and what nets were added or deleted (you will see later how footprints, 


components and nets get deleted). If an error occurred, you will see it here, 
probably towards the end of the file. 


Getting Around & Placing Parts 


All of your parts from schematics should be line up on the left side of the 
board. Before we start placing them, let’s do a few things to make our job a 
little easier. First, turn off DRC (Design Rule Checking). 


me 


We will use it later when routing, but not now. When you do this, the box 
with the dashed line border will disappear. Second, I like to turn off a few 
layers at this point, just to make the screen a little easier to look at. You will 
notice a drop down box with the TOP layer listed. This box lets you select 
the active layer. 


Note:Layout has many shortcut keys to help you move around the 
program. They are extremely useful, and I encourage you to be familiar 
with them. For a complete description, search the help file for keyboard 
shortcuts. 


Qf DIAITINI2) atl 4 09) 5 iH] 
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While a layer is active, you can press the ‘-‘ key to make it visible or 
invisible. Try it now for the top layer. Your screen should look a little 
different, and the coloring in the drop down box will change to indicate that 
the layer is now invisible. 


‘¢ 
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Make the top layer visible again. You will want to see that one while 
placing parts and routing. For now, select the following layers and make 
them invisible: SMTOP, SMBOT, AST, ASB, DRD, DRL. You will also 
notice that there are a bunch of lines connecting your parts. These are 
connections that are still unrouted, and this is usually referred to as the 
ratsnest. When placing parts, it is sometimes useful to turn this off. So click 
the View Spreadsheet icon and select Nets. Remember when you used this 
spreadsheet before? It had just one net called DEFAULT. Now, every net in 
your design should appear in this spreadsheet. This spreadsheet can be a 
useful way to see if you have misnamed nets in your schematics. Highlight 
every net by clicking the cell labeled Net Name. Right-click and choose 
Properties. Uncheck the Routing Enabled box and click OK. The ratsnest 
should have disappeared. 


You are now ready to place parts on your design. To get into parts 
placement mode, make sure that the Component Tool is selected. 


low Help 
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In addition to placing the components that are in your schematics, you can 
also place non-electrical components right in Layout. You will do that now 
to place some mounting holes on your board. While using the Component 
Tool, right-click and select New to bring up the Add Component dialog 
box. 


Add Component xi 


Reference Designator MT1 


Part Type lo 
Value jo 
Footprint... | [BUMPER 
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Group # jo Cluster ID Fo 


Component flags 
. Fixed . Locked l Key 
. Non-Electric J¥ Route Enabled . Do Not Rename 


Help | Cancel | 


Give this component a reference designator of MT1. Then click the 
Footprint button and select the BUMPER footprint from your library. 
Click OK when finished. The part will now be attached to your cursor and 
you can place it on the board. We actually want to place this mounting hole 
so that the large pad is on the bottom of the board. Press “T’ to flip the part 
to the other side of the board, and then place at the edge of the board in the 
lower left corner. 


We want to place a mounting hole in each corner of the board. You could go 
through the procedure that you just did to place this component, but there is 
an easier way that will also allow you to precisely place components. Click 
the View Spreadsheet icon and choose Components to open the 
components spreadsheet. Scroll down until you see the component you just 
placed, MT1. Like in other spreadsheets, you can press CTRL-C to make a 
copy of the component. Do this 3 times to make components MT2 to MT4. 
When you copy the component, it will be placed at 0,0, all three need to be 
moved. Double-click MT2 to bring up the Edit Component dialog box. 
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Change the coordinates for this part to 2800,200 and click OK. Now do the 
same for the other two parts and place them each 200 mils from the corners 
of the board. Before closing the spreadsheet, highlight all four parts using 
the CTRL key. Right-click and select Properties to bring up the Edit 
Component dialog again. Since these are non-electric parts, uncheck the 
box labeled Non-Electric. Also, we don’t want to accidentally move the 
part, so check the box labeled Fixed and the box labeled Locked. Finally, 
uncheck the box labeled Route Enabled. Click OK to close the dialog and 
then close the spreadsheet. Your board should now look like this. 


Now you can begin to place the rest of your components. You will probably 
want to print out your schematics so that you can see where the components 
are supposed to go in relation to each other. When you pick up a 
component, the ratsnest for that component will appear to show you the 
connections to other parts. If you want, you can also turn the ratsnest back 
on to see all of the connections. Personally, I like to turn on at least the 
power and ground nets and give them a distinct color, especially in designs 
with multiple voltages. Open the nets spreadsheet and find the net GND. 
Right-click and select Change Color. Choose any color you like. Right- 
click again and select Enable <-> Disable. When you close the 
spreadsheet, the GND net should be visible. Do the same thing for the other 
power nets. When you close the spreadsheet it will look a little messy. You 
can use the Refresh All icon to force OrCAD to redraw connections. 
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When placing components, you may want to work on a finer grid. Right 
now, the grid is probably set at 100 mils. You can change this by selecting 
Options-->System Settings and then changing the Place Grid setting. I 
usually use a value of 25. I also like to adjust the Visible Grid setting to 
give me an on-screen reference. I usually use a value of 50 when placing 
components. 


Start placing the remaining components on your board. Start with placing 
the power connector on the left side of the board, the PLD in the center, and 
TIL311 on the right. Try to keep components that belong together near each 
other. When you are done, your board should look something like this. 
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The silkscreen is a bit messy, but we will deal with that later. In fact, during 
routing, the silkscreen can get in the way, so go ahead and turn off the SST 
layer now using the same method you used before for the other layers. 


Save your design. We have added a few components, so you may get the 
following warning. 


Layout Engineer's Edition a xi 


( Fo Caution: Rename/swap properties are present on the PCB, 
Back annotate to your schematic before running AutoECO, 


We will address this later. Do not worry about it now. 


Note: OrCAD has a method to allow you to change your schematics while 
in Layout and to also make changes in Layout that will get sent back to 
Capture. Because of this, do not change your schematics until you are 
ready to re-export your design to Layout. If you make changes to both the 
schematics and the board layout at the same time, you will only make it 
difficult to reconcile the two. 


Routing Power, Ground & Copper Pours 


In any design, it is usually wise to route all power and ground connections 
before anything else. On a thru-hole technology board, this is very easy 
because connections can be made to the solid plane as the pin passes 
through the board. The pin will be “flashed” to power or ground. We need 
to set up our design so that OrCAD knows that the two planes are 
associated with nets. Open the nets spreadsheet and find the net GND. 
Double-click to open the Edit Net dialog and click the button labeled Net 
Layers... Under the section Plane Layers, check the box labeled GND. 
This will inform OrCAD that the net GND is associated with the solid plane 
on layer 2. Do the same thing for the net VCC5. When you close the 
spreadsheet, click the Refresh All button. The ratsnests for VCC5 and 
GND will disappear. This is because they are now connected to the plane 


layer. To see this, press Backspace to clear the screen, then press ‘3’ (the 
shortcut key for the ground layer) to view the ground layer. 
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You can now see all of the connections to the ground plane. You can do the 
same thing for the power plane. Press ‘F5’ or the Refresh All button to 
make the whole design visible again. 


We still have one voltage net to route, and that is the input voltage from an 
external power supply. This net only touches a few components, so we 
could just put a trace to connect all the components. However, we can also 
draw a solid piece of copper and associate it with that net. This is especially 
useful for high-current traces or small voltage planes. We do this using the 
Obstacle Tool just like when drawing obstacles for footprints. Turn the 
Obstacle Tool on and then right-click anywhere in your design. Select 
New... and then right-click again and select Properties... to bring up the 
Edit Obstacle dialog. Name this obstacle VCC_IN, leave the Width at 10 
mils. Set the Clearance to 15 mils Change the Obstacle Type to Copper 
pour. Finally, set the Net Attachment to the name of the net, which should 


be V_IN. Click OK and you are ready to draw your copper pour. Draw a 
rectangle around the power connector and other components that are 
attached to this net. When you are done, click Refresh All to redraw the 
ratsnests. 


You have now routed all the power and ground connections. That was easy, 
right? Let’s look a little bit at some of the tools that OrCAD gives you to 
check on the progress of your design. Click the View Spreadsheets icon 
and choose Statistics. The statistics spreadsheet gives you information on 
time in layout, percent of components placed, percent of traces routed, and 
some other information. 
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100% of your components should be placed, and you can also see that a 
majority of your traces have been routed (power and ground make up the 
majority of connections in most designs). You are well on your way to 
completing your design. 


Routing Other Nets 


You are now prepared to route the other connections on your board. Open 
the nets spreadsheet and highlight all the nets in the design. Right-click and 
select Enable <-> Disable to make the ratsnets visible for the remaining 
nets. Refresh the display to clean things up a bit. 


Before beginning routing in earnest, it is helpful to change a few settings. 
Open the System Settings and make the following changes: Visible Grid = 
10, Routing Grid = 5, and Via Grid = 0. Next, select Options-->User 
Preferences and check Allow DRC Errors under Global Preferences. You 
may have to check the box labeled Activate Online DRC. The box with the 
dashed line will reappear. While DRC is on, you will only be able to place 


routes inside this box, but Layout will inform you if any spacing errors 
occur while you are routing. This will help you limit the number of errors 
that you will have to clean up later. You can resize the DRC box by pressing 
‘B’ and drawing a new rectangle. 


Let’s route a connection. Turn on the Edit Segment Mode or Add/Edit 
Route Mode. 
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The two have some subtle differences. Experiment with both to see which 
one you are most comfortable with. Let’s start by routing the connection for 
the pushbutton switch. Zoom in a bit and click on the ratsnest near pin 4 of 
the switch. Left-click to place a segment of a route. When you get near to 
pin 3, you can press ‘F’ to have Layout finish the trace for you. Pins 3 and 4 
should now be connected. Now connect the resistor and capacitor that are 
nearby. 


When routing you will want to refresh the display occasionally to redraw 
the ratsnests. Now connect the resistor to the PLD. Since our traces on the 
top layer are already oriented horizontally, let’s place this vertical route on 
the bottom layer. When you begin the route, press ‘2’ to switch to the 


bottom layer. Since the resistor is a thru-hole part, there is no need for vias 
in this situation. 


Note:It is a good design practice to keep routes on one layer oriented in the 
same direction. For example, you might want to have all traces on the top 
layer oriented horizontally, while all routes on the bottom are oriented 
vertically. Doing this increases the number of vias that are needed, but 
makes routing much easier, especially in very dense designs. After routing 
is complete, you can go back and remove unnecessary vias. Of course, 
sometimes it will be impossible to adhere to this guideline. 


Route the trace to the top of the PLD. When you get near the top, you can 
press ‘V’ to place a via. Then you can switch to the top layer to complete 
the trace. 


You now have your first complete route. You can begin to finish the other 
connections. Start by routing one component at a time. For example, you 
might route the TIL311 next, as is shown above. It is also important to route 
critical signals first, such as clocks and resets. Remember that you can 
zoom and pan during operations such as routing. The DRC routing box will 
move with you. With the current DRC settings, you may sometimes see 
circles around your traces if you get too close to another net or pad. If this 
happens, then Layout is warning you that you are making a spacing 
violation with your route. You will need to fix it. I would also suggest that 
you browse the shortcut keys in the help to see which shortcuts will be 


useful during routing. When you are done routing, your design may look 
something like this. 


Congratulations! All the really hard work is done. Now there are just a few 
remaining steps to complete your board for submission to a board shop for 
fabrication. 


Performing ECOs & Back Annotation 


What if you wanted to make some changes to your design while you were 
in Layout? OrCAD provides the means for this through ECOs (Engineering 
Change Order) and back annotation. An ECO is used when changes are 
made in schematics (perhaps you added some more circuitry or changed 
some connections). Back annotation is used for changes made during 
Layout. 


When you saved your file, Layout reminded you to back annotate. This was 
because we added the mounting holes to our design, and OrCAD wants to 
export those back to schematics. Even though it is not entirely necessary 


right at this moment, let’s step through the process so you know how it 
works. On the menu click Auto-->Back Annotate. OrCAD will create a 
swap file called Elec424Tutorial.swp in your board directory. It is safe to 
overwrite your existing board file with the new one. Look at the swap file 
in Notepad. You will see several sections. One thing that Layout does is 
update part and net properties (such as its coordinates) in Capture. If new 
components were added, then you would also see those changes. Now let’s 
import this file into Capture. Start Capture and highlight your dsn file. 
Select Tools-->Back Annotate... You can leave the Scope and Mode 
settings untouched. Use the Browse button to find your swap file. Click OK 
to start the update. Occasionally, when you add components like mounting 
holes, you will get an error during back annotation. This is usually safe to 
ignore. 


Now let’s go the other direction. Perhaps we have one to many decoupling 
capacitors, so we will remove one. On page 2 of your schematics, delete 
one of the decoupling capacitors. 
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Next, save the design and regenerate the netlist as described previously. 
Close your board in Layout, but keep Layout running. In Layout select 
Tools-->ECOs-->Auto ECO. First, you will be asked for your original 
board file. Find the file Elec424Tutorial.max in your board directory. 
Second, you will be asked for the new netlist file that you just created. Find 
the Elec424Tutorial.mnl file in your sch directory. Finally, you will be 
asked for a Lis file to write to. This file is just a report of the ECO, and it 
is safe to overwrite the existing one in your board directory. When the ECO 
is done, you will see the lis file in Notepad with a report of what 
happened during the ECO. 


fe ELEC424TUTORIAL.LIS - Notepad 
File Edit Format Help 


lautoECO Report 
FILE-A: C:\DOCUMENTS AND SETTINGS‘ ADMINISTRATOR\DESKTOP., 
FILE-B: C:\DOCUMENTS AND SETTINGS ADMINISTRATOR\DESKTOP., 


*EOF* 
No errors found 


You will also be prompted to save the new board file. If the report looks 
OK, then go ahead and overwrite your existing board file. In our example 
here, we deleted C11, so the report should look something like the diagram 
on the left. If you open the new board file, you will see that capacitor C11 is 
no longer in the design. 


Before ECO After ECO 


When you open your board after an ECO, you may get the following 
message. 


Drill Chart Duplicate ig ; x{ 


Warning: At least one drill drawing symbol is used For two different drills. Please check Drill Chart Spreadsheet. 


Just click OK. We will fix this problem a little bit later. 


Deleting this part was just a demonstration. We really want that capacitor in 
our design, so let’s put it back. Adding new components to a design requires 


a little more caution than deleting components. Open up page 2 of your 
schematics and cut and paste one of the other decoupling capacitors. 
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When you cut and paste a component, every property gets copied, including 
the reference designator. This design now has two capacitors called C10. If 
you were to try and perform an ECO right now, it would cause much 
confusion. Double-click the new capacitor and change the reference to C?. 


Note:After Layout has begun, any new parts in schematics should be given 
a ‘?’ in the reference designator. Then let Capture’s annotation utilities give 
a new number to the part. 


Since we have some new parts, we need to annotate the design again. 
Perform an incremental reference update as you did before. The new part 
should now have a number. Regenerate the netlist and start an ECO. When 
done, the part should be back in the design. However, when we cut and 
paste parts, all properties are copied, and this includes x and y locations on 
the board. Our new part is probably sitting right on top of another part. Use 
the components spreadsheet to locate the new part. Give it a new and safe 


location such as 0,0 and then use the Component Tool to place it in the 
proper location. You could also avoid this problem by resetting the 
coordinate properties in Capture before regenerating the netlist. 


You will often use ECO to do forward-annotation, but there are only a few 
occasions where you may want to perform back annotation. One such 
instance is to rename components. Right now, all the components in your 
design are named according to their order in schematics. However, in a 
larger board, it will be very hard to tell where a specific component is 
during debug. The components on the board will seem to be named in a 
random manner. Layout can rename your components for you, which will 
make finding them on the board much easier. To see the results of this 
operation, make the silkscreen layer visible again (SST). Select Options-- 
>Components Renaming... and choose Right, Down... in the Rename 
Direction dialog. 
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Help | Cancel | 


Next, choose Auto-->Rename Components. You silkscreen should look a 
lot different now. 


Before Renaming After Renaming 


Since you have changed the reference designators in your design, you need 
to generate a swap file and perform back annotation. You should do this 
IMMEDIATELY. If you don’t, it can cause some serious problems for you 
later in the design. When you read the swap file into Capture, you may get 
errors on renaming the mounting holes. It is safe to ignore these. 


Checking for Errors 


The next step in the design process is to check for any spacing errors. 
OrCAD uses the spacing variable that you set earlier to determine if there 
are errors in your design. We used 10 mil spacing from all features as a 
minimum for this design. To perform a Design Rule Check (DRC) choose 
Auto-->Design Rule Check... from the menu. 
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Make sure all the Check Rule Settings are checked and click OK. Your 
design will rarely contain no errors, and you will need to look at the errors 
spreadsheet to see what the errors are. Some can be safely ignored. 
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"hHT1.1' Obstacle 18 
"MT2.1"; Obstacle 18 
"hMT3.1' Obstacle 18 
"MT4.1'S Obstacle 18 


In this example there are four Pad Spacing Errors, one generated by each of 
the mounting holes. In this case OrCAD is complaining because the place 
outline for the part is on the edge of the board. This error is OK to ignore. If 
there are errors that need to be fixed, you can delete the marker from the 


spreadsheet. Let’s generate a route spacing error so you can see what it 
looks like. These are the most important. Move a trace anywhere in your 
design so that it conflicts with another trace or pad. 


Now rerun the DRC. The new errors should appear in the spreadsheet. 


fi Error Markers | 


Comment 
Pad Spacing Error "MT1.1'S Obstacle 18 
Pad Spacing Error "MT2.1"; Obstacle 18 
Pad Spacing Error "MT3.1"; Obstacle 18 
Pad Spacing Error "MT4.1'S Obstacle 18 
"S13" to "U2.1" Net "PLDIO1'S "J1.4" to "U2.44" Net "PLDIO44" 
Route Spacing Error "J1.4" to "U2.44" Net "PLDIO44"; "J1.3" to "U2.1" Net "PLDIOI" 


You can remove the errors by moving the trace back to its original position. 
Once the error has been corrected, you can delete the marker from the 
errors spreadsheet. Do not try to use the Auto-->Remove Violations tool. It 
is tempting, but it will actually rip up offending traces and move parts. You 
will end up having to do a lot of cleanup and rerouting after using this tool. 


Cleaning Up & the Design 


Now it is time to clean up your design. You should think of your board as a 
work of art. Other people may look at it, so you want it to look nice. 
Furthermore, a clean design will ensure fabrication success. When cleaning 
the design, the following should be kept in mind. 


A. Route Spacing — You have set a minimum of 10 mils for feature spacing 
in your design. However, do not pack traces closely together unless you 
have to. First, you can push the manufacturing limits to far and some of 
your boards may come back bad. Second, routing traces closely together is 
generally a bad idea because this can result in undesired mutual inductance 
between traces. 


B. Right Angles in Traces — Don’t use right angles in routing your traces. 
Miter the corners. 


BAD GOOD 


C. Pad Exits — Trace exits from pads should be clean and not come out of 
the pad at unusual angles. 


BAD GOOD 


D. Remove Extra Vias — Vias add cost to a board, so it is a good practice to 
remove any unnecessary vias from your design. 


E. Drills — Drills require some special attention. First, you need to fix the 
error you got earlier about the drills. This error occurs sometimes after you 
perform an ECO. To see the problem, make the Drill Drawing (DRD) layer 
visible. Press Backspace to clear the display and then Shift-5 to display just 
the DRD layer. 


The DRD layer is a documentation layer that contains a chart with all your 
drill sizes and their locations on the board. The problem is that two drills 
are using the same symbol. In this case it is the 14 mil drill and the 150 mil 
drill. To fix the problem, click View Spreadsheet and select Drills to view 
the drills spreadsheet. 


Drill Properties ix 
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You can double-click the Drill Size cell to adjust the Drill Properties. I 
suggest starting with symbol 1 for the 13 mil drill and incrementing from 
there. When you are done, you should have symbols 1 to 8, and you will no 
longer get the error when you open your design. 


There is one other thing that needs to be done with regard to drills. Some 
board shops have limitations on the sizes of drills. The board shop we are 
using for this project offers only 16 drill sizes . They have programs that 
will scan your Gerber files and automatically adjust the drill sizes for you, 
but to avoid any problems it is wise to give them files with the correct sizes 
in the first place. This way you can be sure that your board will be 
manufactured exactly as you send it. It is also a good practice to consolidate 
drills anyway. In this design, we might try to adjust the footprints so that the 
34 and 35 mil drill sizes are the same. The board shop will only have to use 
one drill bit, and this will save money. 


To change the drills, we must edit the padstack in the original footprint. The 
Drill Drawing layer can help you find which footprints need to be changed. 
For example, we can see that the PLD and TIL311 use 34 mil drills. This is 
not a valid size, but a 35 mil drill is acceptable. Open the Library 
Manager and use the padstacks spreadsheet to adjust the drill sizes 
(DRILL and DRLDWG layers) for these two parts. The footprints you are 
adjusting should be DIP-14 and PLCC-44. You may have to adjust several 
padstacks in each footprint. In addition, make sure that the clearances we 
defined earlier for each layer are still good (they should be). Finally, when 
making changes to footprints like this it is always good to check the 
datasheet to make sure that the part will still fit. You are only making very 
small changes of 1 or 2 mils, but it is important to check. 


Once you have made a change to a footprint, and now you need to update 
the footprint in Layout. Open the components spreadsheet and find the 
PLD. Double-click to bring up the Edit Component dialog box. Click the 
Footprint button to show the Select Footprint dialog. 
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Choose the new footprint from your library (not the local cache) and click 
OK. Click OK again when asked for the Replacement Range. Do the 
same procedure for the TIL-311. When done refresh the display. Your drill 
chart should no longer show any 34 mil drills. 


Do the same thing for the parts with 37 mil drills and the 39 mil drills. 
Adjust the 37 down to 35, and adjust the 39 up to 40. When you are done, 
you should have only 6 unique drill sizes. 


F. An Orderly Silkscreen — Use the Text Tool to adjust the silkscreen. All 
text should be oriented in the same direction for readability. Silkscreen 
cannot overlap pads or vias (overlapping traces is OK). Change the Detail 
Grid to a finer setting if necessary. Reference designators should be placed 
as close to the part as possible. Polarity signs should be placed in the correct 
position. 


BAD GOOD 


Documenting the Design 


Good documentation of your design will help both in manufacturing and 
debug. First, we can add some useful text to the board. For example, the 
MAX603 part has a maximum input voltage of 11.5V, so maybe we want to 
put some text on the board to indicate that. You can use the Text Tool to 
create new text. Right-click anywhere in the design and select New... to get 
the Text Edit dialog. 
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Most text you create will be Free. For good readability, I suggest a Line 
Width of 8 and a Text Height of 75. A 6 mil Line Width is about as small 
as you can go to keep the text readable. 


There are a few other things we can place on the silkscreen to document our 
board. One very useful thing is to label the pins on the programming header 
for the PLD. This will make it easier to hook up the programmer. 


It is also useful to label the IO header pins with the pin numbers of the PLD 
that connect to it. You can also remove the pin numbers of the connector 
itself to avoid confusion. 


Jl 
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It is also customary to add a logo and some information about the board, as 
well as the initials of the person who designed it. First, let’s add a logo for 
Rice University. Using the Component Tool, right-click and select New... 
Give this new component a reference designator of OWL1. The Footprint 
should be RICELOGO from your library. The logo will actually be in the 
metal layer, so place it somewhere where it will not interfere with any 
traces or pads. When placed, open the Edit Component dialog from the 
components spreadsheet and check the Fixed, Non-Electric and Locked 
boxes, uncheck the Route Enabled box. When you next save your design 
you will be asked to back annotate since you just added a new component. 
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Next, we will add the some information about the board. You will use the 
Text Tool, but place this information on the TOP layer instead of silkscreen 
(SSTOP). 


( 


Rice University, 2002 
Elec 424 Tutorial Board 
JPF Rev. xl 


We also need to add a few things to the Drill Drawing layer. It is customary 
to provide board dimensions and engineering contact information on this 
layer. Make the Drill Drawing layer visible if it is not already. First move 
the drill chart to the right of the board by selecting ToolaDrill ChartaMove 
Drill Chart from the menu. Next, add dimension lines using 
ToolaDimensionaNew. Your board should measure exactly 3000 mils by 
2000 mils. Now use the Text Tool to add some text with your name, phone 
number and email beneath the drill chart. When you are done everything 
should look like this. 


For the final documentation steps, you will need to turn on some of the 
other layers. Make sure that all of the following layers are visible: TOP, 
BOT, GND, PWR, SMT, SMB, SST, DRD. You are going to add some 
text to each layer (outside the boundary of the board) to indicate what layer 


this is. This is necessary because you will make a separate Gerber file for 
each layer and you will need to be able to tell which layer you are viewing. 
Using the Text Tool put the following text on each layer above the board 
and aligned with the left edge: 


TOP: Layer 1 — Top Routing 

BOT: Layer 4 — Bottom Routing 

GND: Layer 2 — Ground Plane (Negative) 
PWR: Layer 3 — Power Plane (Negative) 
SMT: Top Layer Soldermask (Negative) 
SMB: Bottom Layer Soldermask (Negative) 
SST: Top Layer Silkscreen (Nomenclature) 
DRD: Drill & Fab| Drawing 


Finally, we need to add some cut lines to mark the board outline on the 
TOP and silkscreen (SST) layers. The board shop will use these cut lines to 
route out the board from a larger panel. Click View Spreadsheet and then 
Obstacles to open the obstacles spreadsheet. Find your board outline. It will 
be the only one with the obstacle type of Board outline. Press CTRL-C 
twice to create two copies of the board outline. Double-click one to open 
the Edit Obstacle dialog. Change the Obstacle Type to Detail, Width to 
10 and the Obstacle Layer to TOP. Do the same with the other one, but 
place it on the SSTOP layer. 
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Your design is now complete and you are ready to generate Gerber files for 
fabrication. Before proceeding, you will want to run the DRC again to 
check for errors. Once all errors are resolved, you can proceed to the next 
step. The Rice logo will generate some errors that can be ignored. 


Creating Gerber Files 


So, you’ve finished your design and you are ready to send off the Gerber 
files for fabrication. Creating the Gerber files is quite easy. First, select 
Options-->Post Process Settings... You already set these when you made 
your board template, but just check to make sure that the following Plot 
output File Names are Batch Enabled: *.TOP, *.BOT, *.GND, *.PWR, 
* SMT, *.SMB, *.SST, and *.DRD. Also verify that each output file’s 
Device is EXTENDED GERBER. If everything looks OK, then select 
Auto-->Run Post Processor from the menu. You will get a series of dialog 
boxes, just click OK, and then you will see a Lis file in Notepad with a 
report of the processing. At the very bottom of the file, it should say No 
warnings or errors. That’s it. Your Gerber files have been made. If you 
look in your board directory, you will see the files with the extensions 
listed above, plus a few others. 


Viewing the Gerber Files 


Before submitting your Gerber files for fabrication, it is best to look at them 
in a Gerber viewer. You will often catch mistakes there that you don’t see in 
layout. OrCAD has a built in Gerber viewer and editor called GerbTool. 
This is actually a very powerful program that you can use to edit the Gerber 
files, but you will just use it to look at them for now. In the main Layout 
window select Tools-->GerbTool-->Open... In your board directory there 
should be a file called Elec424Tutorial.gtd. Find this file and open it. You 
should see your design in GerbTool. 
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As noted before, GerbTool can do many different things with your design. 
However, the only thing that concerns you here is inspecting your Gerber 
files. The buttons on the right side of the screen control which layers are 
visible. Use them to inspect each layer individually. Once you are satisfied 
that each layer looks in order, close GerbTool. You do not need to save any 
changes when prompted. 


Archiving Your Design in OrcAD 


Note:The Connexions version of the OrCAD tutorial is still in 
development. Please click here for the original and complete tutorial. You 
may also browse this complete tutorial within Connexions by using the 
Mozilla browser and accessing the main Connexions page at 
http://cnx.rice.edu. Click on the 'Contents' tab and select Rice University 
ELEC 424/427 under the 'Courses' tab. 


The final thing you should do is a little file cleanup in your directory 
hierarchy. OrCAD generates a lot of files that you don’t really need to keep 
(they can be generated again, if necessary). Below is a list of the files you 
need to keep in each directory. You can safely delete all the others. 


e sch\*.opj — Capture project file 

e sch\*.dsn — Capture design file 

e sch\*.mnl — Layout netlist file 

e lib\*.olb — Capture library file 

e lib\*.llb — Layout library file 

¢ board\*.max — Layout board file (You don’t need to keep the backup 
files) 

¢ board\*.bot — Gerber file 

¢ board\*.drd — Gerber file 

e board\*.dts — Gerber file 

e board\*.gnd — Gerber file 

board\*.gtd — Gerber file 

board\*.pwr — Gerber file 

board\*.smb — Gerber file 

board\*.smt — Gerber file 

board\*.sst — Gerber file 

board\*.top — Gerber file 

board\*.tpl — Layout template file 


Lab: Implementing a FIR Filter on the F2812 DSP 


Objective 


In this lab, you will learn how to set up Spectrum Digital’s eZdsp™ F2812 
to implement a finite impulse response (FIR) filter using an audio input. 
Since the F2812 does not have a digital-to-analog converter (DAC) as one 
of its peripherals, you will be using an audio processing daughtercard that 
features Texas Instruments’ (TI) TLV5638 DAC. 


FIR Filtering Theory 


Before you begin, review the basics of digital filtering. 


Introduction to the eZdsp™ F2812 


The eZdsp™ F2812 allows people to determine if the TI TMS320F2812 
digital signal processor (DSP) is suitable for their application requirements. 
It also allows evaluators to develop and run software for the F2812 
processor by using Code Composer Studio. A separate tutorial for the Code 
Composer Studio software is available in this course. 


The eZdsp™ F2812 has the following features: 


¢ TMS320F2812 DSP 

e 150 MIPS operating speed 

e 18K words on-chip RAM 

e 128K words on-chip Flash memory 

e 64K words off-chip SRAM memory 

e 30 MHz clock 

e 2 Expansion Connectors (analog, I/O) 

e Onboard IEEE 1149.1 JTAG Controller 

e SV only operation with supplied AC adapter 

e Onboard IEEE 1149.1 JTAG emulation connector 


eZdsp™ F2812 Block Diagram from Spectrum Digital's Datasheet 
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Setting Up Hardware 


To begin this lab, there are a couple of tasks you need to do in order to set 
up your hardware before programming the DSP. The eZdsp™ requires a 5V 
power supply that is provided and should be connected to the board via 
connector P6. The supplied parallel cable also needs to be plugged into a 
lab PC. 


Attach the audio processing daughtercard to the eZdsp™ board as shown in 
the following pictures: 


Side View of the Mounted Audio Daughtercard Mounted on 
Boards the eZdsp 


wai, 


Connect the power supply and parallel cable to the eZdsp™. The LED 
labeled Power on the daughtercard should light up bright orange. 


Connect the provided speakers to the jumpers labeled R_LSPKR and 
L_SPKR on the daughtercard. Make sure the black wire of each speaker is 
connected to the ‘-‘ and the red wire is connected to the ‘+’. 


For the lab, you will be using an Apple iPod to supply the audio source. 
Connect the supplied cable to the jumper labeled J4 on the daughtercard. 
Since the iPod you are using does not have a reliable battery, make sure the 
iPod is connected to a power supply. 


Your setup should look like this: 


Total Hardware Setup 


To turn the iPod on, press the Play button. To turn it off, hold the Play 
button until the screen goes blank, just like in the above picture. 


Software Implementation 


Please read how to set up the F2812 to run Code Composer Studio. 
Exercise: 


Problem: 


Use Matlab to determine the FIR filter coeffients by using ‘remez’, 
‘fir’ and ‘fir2’ for each of the following filters: 


1. An order-30 low-pass filter having a cut-off frequency 15kHz by 
the windowing method using the firl command. 

2. An order-30 high-pass filter having transition band 15kHz-16kHz 
using the remez command. 

3. Compare the above by showing the frequency response using the 
freqz command. How are the filters different? 


4. An order-30 high-pass filter having transition band 14-15kHz by 
frequency sampling method using the fir2 command. 

5. An order-30 high-pass filter having a transition band 14-15kHz 
using the remez command. 

6. Compare the above two filters by showing the frequency response 
using the freqz command. How are the filters different? 

7. An order-60 band-pass filter having pass band 3kHz-6kHz using 
the remez command. Specify the transition bands as 2kHz-3kHz 
and 6kHz-7kHz. 


After you have the filter coefficients, take the two’s complement by using 
twocomplement.m. You need them in that format in order to use them in the 
A/D-D/A conversion. Make sure you divide the coefficients by two before 
taking the two’s complement. To include them in your file, use the 

save _coeff.m function to create an assembly file. 

Exercise: 


Problem: 


Download the following files to give you a good starting point: [Insert 
code files here] Read through the files and give a brief description of 
each one. 


Serial Peripheral Interface (SPI) 


The serial peripheral interface (SPI) is a high-speed synchronous serial 
input/output (I/O) port that allows a serial bit stream of programmed length 
(1-16 bits) to be shifted into and out of the device at a programmed bit- 
transfer rate. The SPI is normally used for communications between the 
DSP controller and external peripherals, the DAC in our case, or another 
controller. 

Exercise: 


Problem: 


To implement the FIR filter, the DSP must be set up to communicate 
with the DAC on the daughtercard. Set up the SPI registers on the 
F2812 DSP by assigning the following values to the corresponding 
registers: 


Register Name Register Value (HEX) 
SPICCR.bit.SPISWRESET 0 
SPICCR.all Ox005F 
SPICTL.all 0x001F 
SPISTS.all 0x0000 
SPIBRR.all 0x0002 
SPIFFTX.all 0xC028 
SPIFFRX.all 0x0028 
SPIFFCT.all 0x00 
SPIPRI.all 0x0010 
SPICCR.bit.SPISWRESET 1 
SPIFFTX.bit. TXFIFO 1 


SPIFFRX.bit. RXFIFORESET 1 


Which register is set to: 


1. Enable the FIFOs? 
2. Have the SPI interrupt-driven? 
3. The SPI bit transfer rate? 


Analog-to-Digital Converter (ADC) 


The F2812 DSP has a 12-bit ADC core with built-in dual sample-and-hold 
(S/H). Its options include: 


e Simultaneous sampling or sequential sampling mode 

e Operating as two independent 8-state sequencers or as a one large 16- 
state sequencer 

e 16-channel, multiplexed inputs 

¢ Multiple source triggers for the start-of-conversion (SOC) sequence 


A block diagram of the ADC module from TI documents: 
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Texas Instruments’ ADC Block Diagram 


Exercise: 


Problem: Set the following ADC registers as follows: 


Register Value 
Register Name (HEX) 


AdcRegs. ADCMAXCONV.all 0x0001 


Register Name 

AdcRegs.ADCCHSELSEQ1.bit.CONV00 
AdcRegs.ADCCHSELSEQ1.bit. CONV01 
AdcRegs.ADCTRL2.bit EVA_SOC_SEQ1 


AdcRegs.ADCTRL2.bit INT_ENA_SEQ1 


Which register enables or: 


1. Sequential sampling? 
2. 16-bit cascaded mode? 


3. Event manager A to be the source trigger for the SOC sequence? 


Register Value 
(HEX) 


0x3 


4. Selects ADCIN3 and ADCIN2 for input channels? 


5. Does one conversion on the sequence? 


Which 16 registers does the ADC place its results? 


Event Manager A (EVA) 


The event manager peripheral in the DSP includes general-purpose (GP) 


timers, full-compare/PWM units, capture units, and quadrature-encoder 


pulse (QEP) circuits. You will use event manager A (EVA) to trigger the 


SOC sequence in the ADC. 


EVA functional diagram from TI documents: 
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NOTE A: The EVB module és similar to the EVA module. 


Texas Instruments' EVA Functional Overview 


Exercise: 


Problem: 


Set the following EVA registers as follows and describe what each one 
will do: 


Register Name Register Value (HEX) 
EvaRegs.T1CMPR Ox00fa 
EvaRegs.T1PR Ox1f4 


EvaRegs.GPTCONA.bit.T1TOADC 1 


EvaRegs.T1CON.all 0x1043 


Interrupts 


Interrupts, as described by Dr. Choi in one of his lab manuals in ELEC 434, 
provide a mechanism for handling any infrequent or exception event. The 
interrupt causes a CPU to make a temporary transfer of control from its 
current location to another location that services the event. Variety of 
sources, internal and external to the CPU, can generate interrupts. The use 
of interrupts greatly increases the performance of the CPU by allowing the 
I/O devices direct and rapid access to the CPU and by freeing the CPU from 
the task of continually testing the status of its I/O devices. The I/O devices 
assert interrupts to request the CPU to start a new I/O operation, to signal 
the completion of an I/O operation, and to signal the occurrence of 
hardware and software errors. 


The F2812 DSP supports one nonmaskable interrupt (NMI) and 16 
maskable prioritized interrupt requests (INT1-INT14, RTOSINT, and 
DLOGINT) at the CPU level. 

Exercise: 


Problem: 


Program the interrupts for the ADC and the SPI along with the 
functions for: 


1. Two’s complement of the ADC output 

2. Send to appropriate filter 

3. Filter’s output to be reconverted to unsigned integers 
4. Send to DAC 


You should hear the filtered audio through the speakers. 


